
San Jeaquin Valley 
AIR POLLUTION CONTROL DISTRICT 

~~~ 
HEALTHY A I  W LIVINB" 

NOV 1 6 21310 

Lupe Munoz 
E & J Gallo Winery 
18000 W. River Road 
Livingston, CA 95334 

Re: Notice of Preliminary Decision - Title V Permit Renewal 
District Facility # M-1237 
Project #'s 105301 4 and 11 01 303 

Dear Mr. Munoz: 

Enclosed for your review and comment is the District's analysis of the application to 
renew the Federally Mandated Operating Permit for E & J Gallo Winery for its wine 
production facility located at 18000 W. River Road in Livingston, California. 

The notice of preliminary decision for this project will be published approximately three 
days from the date of this letter. Please submit your written comments on this project 
within the 30-day comment period which begins on the date of publication of the public 
notice. 

Thank you for your cooperation in this matter. If you have any questions regarding this 
matter, please contact Mr. Jim Swaney, Permit Services Manager, at (559) 230-5900. 

Sincerely, 

w David Warner 

( p i r e c t o r  of Permit Services 

Attachments 
C: Dustin Brown, Permit Services Engineer 

S e y e d  Sadredin 
Executive OirectorlAir Pollution control Officer 

Northern Region Central Region (Main Office) Southern Region 
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court 

Modesto, CA 95356-8718 Fresno, CA 93726-0244 Bakersfield, CA 93308.9725 
Tet (209) 557.6400 FAX: (209) 557.6475 Tel: (559) 230-6000 FAX: (559) 230.6061 Tel: 661.392.5500 FAX: 661.392.5585 
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HEALTHY A I  W LIVINGm 

NOV 1 6 21110 

Gerardo C. Rios, Chief 
Permits Office (AIR-3) 
U.S. EPA - Region IX 
75 Hawthorne St. 
San Francisco, CA 941 05 

Re: Notice of Preliminary Decision - Title V Permit Renewal 
District Facility # N-1237 
Project #'s 105301 4 and 1 101 303 

Dear Mr. Rios: 

Enclosed for your review and comment is the District's analysis of the application to 
renew the Federally Mandated Operating Permit for E & J Gallo Winery for its wine 
production facility located at 18000 W. River Road in Livingston, California. 

The notice of preliminary decision for this project will be published approximately three 
days from the date of this letter. Please submit your written comments on this project 
within the 45-day comment period which begins on the date of publication of the public 
notice. 

'Thank you for your cooperation in this matter. If you have any questions regarding this 
matter, please contact Mr. Jini Swaney, Permit Services Manager, at (559) 230-5900. 

Sincerely, 

7- 
David Warner 

p i r e c t o r  of Permit Services 

Attachments 
C: Dustin Brown, Permit Services Engineer 

Seyed Sadredin 
Executive DirectorlAir Pollution Control Officer 

Northern Region Central Region (Main Office) Southern Region 
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court 

Modesto, CA 95356-8718 Fresno, CA 93726.0244 Bakersf~eld, CA 93308.9725 
Tel: (209) 557-6400 FAX: (209) 557-6475 Tel: (559) 230.6000 FAX: (559) 230-6061 Tel: 661-392.5500 FAX: 661.3926585 

Printed on ricyrlsd piper. 6 



San Joaquin Valley 
hd AIR POLLUTION CONTROL DISTRICT WEALTHY A I  R LlVlN6" 

NOV 1 6 2010 

Mike Tollstr~~p, Chief 
Project Assessment Branch 
Air Resources Board 
P 0 Box 2815 
Sacramento, CA 9581 2-281 5 

Re: Notice of Preliminary Decision - Title V Permit Renewal 
District Facility # N-1237 
Project #'s 105301 4 and I 101 303 

Dear Mr. Tollstrup: 

Enclosed for your review and comment is the District's analysis of the application to 
renew the Federally Mandated Operating Permit for E & J Gallo Winery for its wine 
production facility located at 18000 W. River Road in Livingston, California. 

The notice of preliminary decision for this project will be published approximately three 
days from the date of this letter. Please submit your written comments on this project 
within the 30-day comment period which begins on the date of publication of the public 
notice. 

Thank you for your cooperation in this matter. If you have any questions regarding this 
matter, please contact Mr. Jim Swaney, Permit Services Manager, at (559) 230-5900. 

Sincerely, 

gd irector w- of Permit Services 

Attachments ' 
C: Dustin Brown, Permit Services Engineer 

Seyed Sadredin 
Executive DirectorlAir Pollution Control Officer 

Northern Region Central Region (Main Office) Southern Region 
4800 Enterprise Way 1990 E. Gettysburg Avenue 34946 Flyover Court 

Modesto, CA 95356-8718 Fresno, CA 93726-0244 Bakersfield, CA 93308.9725 
Tel: (209) 557-6400 FAX: (209) 557-6475 Tel: (5591 230-6000 FAX: (559) 230-6061 Tel: 661-392-5500 FAX: 661-392-5585 



Meeed Suii Star 

NOTICE OF PRELIMINARY DECISION 
FOR THE PROPOSED RENEWAL OF 

THE FEDERALLY MANDATED OPERATING PERMIT 

NOTICE IS HEREBY GIVEN that the San Joaquin Valley Air Pollution Control 
District solicits public comment on the proposed renewal of the Federally 
Mandated Operating Permit to E & J Gallo Winery for its wine production facility 
located at 18000 W. River Road in Livingston, California. 

The District's analysis of the legal and factual basis for this proposed action, 
project #'s 1053014 and 1101303, is available 'for public inspection at 
http:lEwww.valleyair.org/notices/public~notice~dx.htm and the District office at the 
address below. There are no emission changes associated with this proposed 
action. This will be the public's only opportuntty to comment on the specific 
conditions of the proposed renewal of the Federally Mandated Operating permit. If 
requested by the public, the District will hold a public hearing regarding issuance of 
this renew4 permit. For additional information, please contact Mr. Jim Swaney, 
Permit Services Manager, at (559) 230-5900. Written comments on the proposed 
renewed permit must be submitted within 30 days of the publication date of this 
notice to DAVID WARNER, DIRECTOR OF PERMIT SERVICES, SAN JOAQUIN 
VALLEY AIR POLLUTION CONTROL DISTRICT, 1990 E. GETTYSBURG AVE, 
FRESNO, CALIFORNIA 93726-0244. 
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N-I 237 
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TITLE V PERMIT RENEWAL EVALUATION 
Winery 

Engineer-: Dustin Brown 
Date: September 30, 201 0 

Facility Number-: N-1237 
Facility Name: E & J Gallo Winery 

Mailing Address: 18000 W. River Road 
Livingston, CA 95334 

Contact Name: Kent Mann 
Phone: (209) 394-62 1 1 

Responsible Official: Mr. Kent Mann 
Title: Plant Manager 

Project #'s: N-1053014 and N-1101303 
Deemed Complete: July 21, 2005 and April 2, 201 0 (respectively) 

1. PROPOSAL 

E & J Gallo Winery was issued a Title V permit on July 6, 2000. As required by 
District Rule 2520, the applicant requested a permit renewal on July 15, 2005. 
Subsequently, & J Gallo Winery requested a second permit renewal on March 
30, 2010. 

The existing Title V permit shall be reviewed and modified to reflect all applicable 
District and federal rules updated, removed, or added since the issuance of the 
initial Title V permit. 

In addition, since the time the initial Title permit was issued for this facility, 461 
wine fermentation and/or storage tanks (reference permit units N-1237-18 
through N-1237-479) have been included in & J Gallo's operating permit in 
accordance with District Rule 2520, Section 6.4.4. These 461 wine fermentation 
and/or storage tanks are being included in E & J Gallo's Title V permit along with 
this Title V permit renewal project. 



E & J Gallo Winery 
N-1237 

1053014and1101303 

The purpose of this evaluation is to provide the legal and factual basis for all 
updated applicable requirements and to, determine if the facility will comply with 
these updated requirements. It also specifically identifies all additions, deletions, 
andlor changes made to permit conditions or equipment descriptions. 

II. FACILITY LOCATION 

& J Gallo Winery is located at 18000 W. River Road in Livingston, CA. 

Ill. EQUIPMENT LISTING 

A detailed facility printout listing all permitted equipment at the facility is included 
as Attachment C. 

IV. GENERAL PERMIT TEMPLATE USAGE 

The applicant is not proposirrg to use any model general permit templates as a 
part of this Title V renewal project. 

V. SCOPE OF EPA AND PUBLIC REVIEW 

The applicant is not requesting any model general permit templates. Therefore, 
all federally enforceable conditions in this current Title V permit will be subject to 
EPA and public review. 

Vl. FEDERALLY ENFORCEABLE REQUIREMENTS 

A. Rules Updated 

District Rule 2020, Exemptions 
(amended July 2 1, 1994 = amended December 20, 2007) 

District Rule 2201, New and Modified - . . . Stationarv_Source_Review_Rule -- --- -- --- 
- -. 

(amended December 7 9, 2002 - amended September 2 1, 2006) 

District Rule 2520, Federally Mandated Operating Permits 
(adopted June 15, 1995 3 amended June 21, 2001) 

e District Rule 4101, Visible - - -- Emissions 
(amended December 17, 1992 --amended February 17, 2005) 
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District Rule 4305, Boilers,-Steam.-Generators-and - -f?rocess Heaters - - 
Phase 2 
(amended December 19, 1996 = amended August 2 1, 2003) 

e District Rule 4601, Architectural Coatings 
(amended December 17. 1992 3 amended December 17, 2009) 

District Rule 4621, Gasoline Transfer lnto Stationarv Storane Containers, 
Deliverv Vessels, and Bulk Plants 
(amended June 18, 1998 amended December 20, 2007) 

e District Rule 4622, Gasoline Transfer lnto Motor Vehicle Fuel Tanks 
(amended June 18, 1998 3 amended December 20, 2007) 

0 40 CFR Part 61, Subpart M, National Emissions Standards for Asbestos 

o 40 CFR Part 82, Subpart F, Stratospheric-Ozone -- 

B. Rules Removed 

District Rule 4351, Boilers. Steam Generators and Process Heaters - 
Phase 1 

. (amended October 19, 1995 amended August 21, 2003) 

This facility is no longer a major source for NOx emissions, therefore, this 
rule is no longer applicable. 

0 District Rules 8020, 8030, and 8060, Fuaitive Dust (PMlo) Emissions 
(amended April 25, 1996) 

These rules were removed on November 15,2001 and were replaced by 
District Rules 8021, 8031, and 8061. 

C. Rules Added 

0 District Rule 4306, Boilers, Steam Generators and Process Heaters - 
Phase 3 
(adopted September 18,2003 3 amended October 16, 2008) 

0 District Rule 801 1, General Requirements 
(adopted November 15, 2001; amended August 19, 2004) 
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District Rule 8021, Construction, Demolition, Excavation, Extraction. and 
Other Earthmoving Activities 
(adopted November 15, 2001; amended August 19, 2004) 

e District Rule 8031, Bulk Materials 
(adopted November 15, 2001 3 amended August 19, 2004) 

o District Rule 8041, Carn/out.and-Trackout 
(adopted November 15,2001 2 amended August 19, 2004) 

e District Rule 8051, Open Areas 
(adopted November 15, 2001 3 amended August 19, 2004) 

District Rule 8061, Paved and Unpaved Roads 
(adopted November 15, 2001 3 amended August 19, 2004) 

District Rule 8071, - - Unpaved-VehicleIEquipment-Traffic-Areas - - -- - - -- - - - - - - 

(adopted November 15, 2001 a amended September 16, 2004) 

D. Rules Not Updated 

e District Rule 1080, Stack Monitorinq 
(amended December 1 7,1992) 

District Rule 1081, Source-Sampling 
(amended ~ecembG%:799- -- 

District Rule 1100, Equipment Breakdown (N~n~S I~ re~ lacemen t  for - 

Merced Countv Rule 109) 
(amended December 1 7, 1992) 

e District Rule 1160, Emission Statements 
(amended November 18, 1992) 

District Rule 201 0, Permits-Required 
(amended December 17, 1992)-- 

District Rule 2031, Transfer of Permits 
(amended December 17, 1992) 

e District Rule 2040, Ap~lications 
(amended December 1 7, 7 992) 
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e District Rule 2080, Conditional Approval 
(amended December 17, 1992) 

District Rule 4201, Particulate Matter Concentration 
(amended December 17, 1992) 

0 District Rule 4202, Particulate Matter Emission Rate 
(amended December 1 7, 1992) 

e District Rule 4301, Fuel Burning Equipment . - 

(amended December 7 7, 7 992) 

District Rule 4801, Sulfur Compounds (Non-SIP replacement for Kern 
Countv Rule 108.1) 
(amended December 17, 1992) 

40 CFR Part 64, Compliance Assurance Monitorina (CAM)(') 

VII. REQUIREMENTS NOT FEDERALLY ENFORCEABLE 

For each Title V source, the District issues a single permit that contains the 
Federally Enforceable requirements, as well as the District-only requirements. 
The District-only requirements are not a part of the Title V Operating Permits. 
The terms and conditions that are part of the facility's Title V permit are 
designated as "Federally Enforceable Through Title V Permit". 

For this facility, the following are not federally enforceable and will not be 
discussed in further detail: 

A. Rules Added 

o District Rule 4320, Advanced Emission Reduction Options for Boilers, 
Steam Generators and Process Heaters Greater Than 5.0 MMBtuIhr 
(adopted October 16, 2008) 

The purpose of this rule is to limit emissions of oxides of nitrogen (NOx), carbon 
monoxide (CO), oxides of sulfur (SOz), and particulate matter 10 microns or less 
(pMlo) from boilers, steam generators, and process heaters. 

(') The requirements of 40 CFR Part 64 have not been updated since the time of the last Title V permitting 
action. However, the requirements of this part were not previously addressed for any of these permit 
units. Therefore, even though the requirements have not been updated since the time of the initial Title V 
permitting action, this part will be discussed in Section VII of this evaluation. 
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The rule was adopted on October 16, 2008 and has not yet been approved into 
the State Implementation Plan (SIP). In addition, the deadline to meet 
compliance with the requirements of this rule has not yet passed. Therefore, the 
boiler in this project is not currently subject to the requirements of this rule, and 

, the requirements of this rule will not be addressed in this evaluation. 

District Rule 4694, Wine Fermentation and Storage Tanks 
(adopted December 15, 2005) 

For this facility, the following conditions are based on this rule and are not 
Federally Enforceable through Title V: 

B. Rules Not Updated 

Permit 

N-I 237~0-2 
N;1237=18;1 

through 
N-1237477-1 
N-1237-478-1 

and 
N-1237-479-1 

e District Rule 4102, Nuisance 
(amended December 1'7: 1992) 

Conditions 

43 through 46 

1 through 7 

1 through 6 

For this facility, the following conditions are based on this rule and are not 
Federally Enforceable through Title V: 

e CCR 92200, CCR 92500, CCR 92530 a i~d  CCR 92540 

-- -- - 

For this facility, the following conditions are based on this rule and are not 
Federally Enforceable through Title V: 

Permit 
N;1237;0=2 

- 

N-1237-4-9 

Conditions 

- 
-- -- 4 1 

17,  13,21,25,26-,28 ,29 and 3 I 
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VIII. PERMIT REQUIREMENTS 

The purpose of this evaluation is to review changes to federally enforceable 
requirements; therefore, this compliance section will only address rules that have 
been amended or added since the issuance of the initial Title V permit. 

A. District Rule 2020 - Exemptions 

District Rule 2020 lists equipment which are specifically exempt from 
obtaining perrnits and specifies record keeping requirements to verify such 
exemptions. The amendments to this rule do not have any affect on current 
permit requirements and will therefore not be addressed in this evaluation. 

B. District Rule 2201- New and Modified Stationary Source Review-Rule 
- - - - - . - - - - - - -- - - - - 

District Rule 2201 has been amended since this facility's initial Title V permit 
was issued. 'This Title V permit renewal does not constitute a modification 
per section 3.26, defined as an action including at least one of the following 
items: 

1) Any change in hours of operation, production rate, or method of 
operation of an existing emissions unit, which would necessitate a 
change in permit conditions. 

2) Any structural change or addition to an existing emissions unit which 
woi~ld necessitate a change in permit conditions. Routine replacement 
shall not be considered to be a structural change. 

3) An increase in emissions from an emissions unit caused by a 
modification of the Stationary Source when the emissions unit is not 
subject to a daily emissions limitation. 

4) Addition of any new emissions unit which is subject to District 
permitting requirements. 

5) A change in a permit term or condition proposed by an applicant to 
obtain an exemption from an applicable requirement to which the 
source would otherwise be subject. 

Therefore, the updated requirements of this rule are not applicable to the 
permits being renewed as a part of this project and no further discussion is 
required. 
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C. District Rule 2520 Federallv Mandated Operatinn Permits 

This rule was recently amended to incorporate several administrative 
corrections, clarify r1.1le language, and add procedures for implementing 
compliance schedules. The only amendments to this rule that will have an 
effect on current permit requirements are the corrections to Section 9 rule 
references, as described in the followirrg table: 

Rule 2520, Section 6.4.4, "Other Changes Not Requiring Title V Permit 
Amendment,'' allowed the permittee to implement changes, including the 
addition of new eniissions UI- its, without triggering the permit modification or 
amendment requirements until the time of Title V permit renewal, provided 
the conditions described in Sections 6.4.4.1 through 6.4.4.2 were met. 

e Mapping or identification of specific permit conditions that have been 
updated due to the change in the reference sections of this Rule is 
not necessary. Every District Rule 2520 section reference on each 
perrr~it has been updated according to the table above. 
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D. District Rule 4101 - Visible - - .. Emissions . 

District Rule 4101 has been submitted to the EPA to replace SIP approved 
Rule 401 (all counties of the SJVUAPCD). EPA made a preliminary 
determination that District Rule 4101 is "more stringent1' than the county 
versions previously referenced, per correspondence dated August 20, 1996. 

Section-5.0 prohibits the discharge of any air contaminant for a period or 
periods aggregating more than 3 minutes in any one hour which is as dark or 
darker in shade as that designated as No. 1 on the Ringelmann Chart; or is of 
such opacity as to obscure an observer's view to a degree equal to or greater 
than the smoke described in Section 5.1 of Rule 4101. 

Compliance is assured with the following condition: 

E. District Rule 4305 - Boilers, - - --- - A Steam - - - _Generators-and-Proc&s - Heaters - 
Phase.2 

.- - Permit 
- -- - - - - - - -- - -- 

The purpose of this rule is to limit emissions oxides of nitrogen (NOx) and 
carbon monoxide (CO) from the operation of boilers, steam generators, and 
process heaters. 

- --- 
- Condition 

The purpose of this rule is to limit emissions oxides of nitrogen (NOx) and 
carbon monoxide (CO) from boilers, steam generators, and process heaters. 

I- N-1 237-0-2 22 

Section 5.1.1 requires that except for units subject to Sections 5.2, NOx 
emis.sions shall not exceed the limits specified in the following table. All 
ppmv emission limits specified in this section are referenced at dry stack gas 
conditions and 3.00 percent by volume stack gas oxygen. Emission 
concentrations shall be corrected to 3.00 percent oxygen in accordance with 
Section 8.1. 
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Compli-ance is assured with the following conditions: 

- - .- - -  - 

Section 5.1.2 applies to units operated on combinations of gaseous fuel and , 
liquid fuel. No units at this facility are permitted to operate on combinations 
of gaseous and liquid fuels. Therefore, this section is not applicable. 

Section 5.2 states that each unit that is operated with an annual heat input 
less than 30 billion Btu per calendar, as made enforceable by permit to 
operate, shall comply with one of the following: 

Opeiated on gaseous fuel 
-- - - -- - 

- NOx Limit 

5.2.1 tune the unit at least once each calendar year in which it 
operates by a qualified technician in accordance with the 
procedure described in Rule 4304; or 

5.2.2 operate the unit in a manner ,that maintains exhaust oxygen 
concentrations at less than or equal to 3.00 percent by 
volume on a dry basis; or 

5.2.3 operate the unit in compliance with the applicable emission 
requirements of Section 5.1 and 5.3. 

Operated on liquid fuel - - - -- - -- - - - - - - - - - --- - - -- 

NOx Limit 

For all units, except box or 
cabin type units and 
vertical cylindrical process 
heaters. 

'These requirements apply only to unit N-1237-3. This facility operates the 
unit in compliance with the emission limits specified in Sections 5.1 and 5.3. 

Compliance is assured with the following conditions: 

- 

30 ppmv 
or 

0.036 IblMMBtu 
- -- -- -- - -- 

For box or cabin type units, 
and vertical cylindrical 
process heaters. 

40 ppmv 
or 

0.052 IbIMMBtu 

-- -- - - 

- - - - 

147 ppmv 
or 

0.18 IblMMBtu 
- 

Permit 
N-1237-3.6 

155 ppmv 
or 

0.2 IWMMBtu 

Conditions 

- - - - - -- 
5 and 6 

- - - - - - 
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Section 5.3 states that for units subject to section 5.1, carbon monoxide 
emissions shall not exceed 400 ppmv. 

Compliance is assured with the following conditions: 

11 Permit Conditions 11 

Section 5.4.1 applies to any unit which simultaneously fires gaseous and 
liquid fuels, and is subject to the requirements of Section 5.1. No units fire 
simultaneously on gaseous and liquid fuels. Therefore, this section is not 
applicable. 

Section 5.4.2 requires the operator of any unit subject to the emissions limits 
specified in Section 5.1 to install and maintain Continuous Emissions 
Monitoring (CEMS) for NO,, CO and 02, or implements an APCO-approved 
Alternate Monitoring System. 

In order to satisfy the requirements of District Rule 4306, permit unit N-1237- 
3 is subject to pre-approved alternate monitoring scheme E (pursuant to 
District Policy SSP-1105), which requires monitoring of the flue gas 
recirculation (FGR) valve settings at least once per week. 

In order to satisfy the requirements of District Rule 4306, perrnit unit N-1237- 
4 is subject to pre-approved alternate monitoring scheme A (pursuant to 
District Policy SSP-1 105), which requires that monitoring of NO,, CO, and 0 2  

exhaust concentrations be conducted at least once per month (in which a 
source test is not performed) using a portable analyzer. 

Compliance is assured with the following conditions: 

Section 5.4.3 states that for units subject to the requirements of Section 5.2.1 
or 5.2.2, monitor operational characteristics recommended by the 
manufacturer and approved by the APCO. Both units operated at this facility 
are not subject to Sections 5.2.1 or 5.2.2. Therefore, this section is not 
applicable. 
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Section 5.4.4 states that the operator of any unit subject to Section 5.2.1 or 
5.2.2 shall install and maintain an operational non-resettable, totalizing mass 
or volumetric flow meter in each fuel line to each unit. Volumetric flow 
measurements shall be periodically compensated for te-mperature and 
pressure. A master meter, which measures fuel to all units in a group of 
similar units, may satisfy these requirements if approved by the APCO in 
writing. The cumulative annual fuel usage may be verified from utility service 
meters, purchase or tank fill records, or other acceptable methods, as 
approved by the APCO. These requirements apply only to unit N-1237-3. 

Compliance is assured with the following condition: 

Section 5.5.1 requires that the operator of any unit shall have the option of 
complying with either the applicable heat input (IbIMMBtu) ernission liffrits or 
the concentration (ppmv) emission limits specified in Section 5.1. The 
emission limits selected to demonstrate compliance shall be specified in the 
source test proposal pursuant to Rule 1081 (Source Sampling). 

Compliance is assured with the following conditions: 

- - --- -- 
Permit - - -. - . 

N-1 237-3-6 

Section 5.5.2 requires that all emissions measurements shall be made with 
the unit operating either at conditions representative of normal operations or 
conditions specified in the Permit to Operate. Unless otherwise specified in 
the Permit to Operate, no determination of compliance shall be established 
within two hours after a continuous period in which fuel flow to the unit is shut 
off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined 
in Section 3.0. 

- - - -- Condition - - 4- -- - -- 

Compliance is assured with the following conditions: 
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Section 5.5.3 pertains to units equipped with Continuous Emissions 
Monitoring Systems (CEMS). No units at this facility are equipped with 
CEMS. Therefore this section is not applicable. 

Section 5.5.4 requires that for emissions monitoring pursuant to Sections 
5.4.2, 5.4.2.1, and 6.3.1 using a port_able NO, analyzer as part of an APCO 
approved Alternate Emissions Monitoring System, emission readings shall be 
averaged over a 15 consecutive~minute period by either taking a cumulative 
15=consecutive-minute sample reading or by taking at least five (5) readings 
evenly spaced out over the 15-consecutive-minute period. This requirement 
applies only to unit N-1237-4. 

Compliance is assured with the following condition: 
-- - .- .- 

Section 5.5.5 requires that for emissions source testing performed pursuant 
to Section 6.3.1 for the purpose of determining compliance with an applicable 
standard or numerical limitation of this rule, the arithmetic average of three 
(3) 30-consecutive-minute test runs shall apply. If two (2) of three (3) runs 
are above an applicable limit the test cannot be used to demonstrate 
compliance with an applicable limit. 

Permit 
N- 1 237-4~9 

Compliance is assured with the following conditions: 

Conditionp -- 

27 

Section 5.5.6 establishes the requirements for units subject to startup and 
shutdown requirements. Permit unit N-1237-3 is not subject to startup and 
shutdown provisions. Therefore, this section is not applicable to this unit. 

- -- 

Permit unit N-1237-4 contains startup and shutdown provisions. Therefore, 
this unit is subject to the requirements of this section. Section 5.5.6 states 
that the applicable emission limits of Sections 5.1 shall not apply during start- 
up or shutdown provided an operator complies with the requirements 
specified in below. 

5.5.6.1 The duration of each stait-up or each shutdown shall not 
exceed two hours. 
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5.5.6.2 The emission control system shall be in operation and 
emissions shall be minimized insofar as technologically 
feasible during start-up or shutdown. 

5.5.6.3 Notwithstanding the requirement of Section 5.5.6.1, an 
operator may submit an application 'to a Perrr~it to 
Operate condition to allow more than two hours for each 
start-up or each shutdown provided the operator meets 
all of the conditions in specified in Sections 5.5.6.3.1 
through 5.5.6.4. 

For this unit, the District has approved startup and shutdown durations that 
are longer than 2.0 hours in accordance with the requirements specified in 
Sections 5.5.6.3.1 through 5.5.6.4 (reference ATC project N-I 0601 94). 

Compliance is assured with the following conditions: 

Section 6.1 requires that the records required by Sections 6.1 .I through 6.1.5 
shall be maintained for five calendar years and shall be made available to the 
APCO upon request. Failure to maintain records or information contained in 
the records that demonstrate noncompliance with the applicable 
requirements of this rule shall constitute a violation of this rule. 

Permit 
N-1237-4-9 - - - - - . . - 

Compliance is assured with the following conditions: 

Conditions 
5 th~o-~gh._?_0. . - -- - - 

Permit Conditions 
- - - -27 

N-I 2374:9-- 

Section 6.1.1 applies to units operated under the exerr~ption of Section 4.2. 
No units operate under the exemption in Section 4.2. Therefore the 
requirements in this section are not applicable. 

' 

Section 6.1.2 applies to units operated under the exemption of - Section 4.3. 
No units operate under the exemption in Section 4.3. 'Therefore the 
requirements in this section are not applicable. 

Section 6.1.3 requires that the operator of any unit subject to Section 5.2.1 or 
5.2.2 shall record the amount of fuel use on a monthly basis for each unit. 
Both units operated at this facility are not subject to the requirements of 
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Sections 5.2.1 or 5.2.2. Therefore, the requirements in this section are not 
applicable. 

Section 6'\1.4 requires that the operator of a unit subject to Section 5.2.1 or 
6.3.1 shall maintain records to verify that the required tune-up and the 
required monitoring of the operational characteristics have been performed. 
These requirements apply only to unit N-1237.3. 

Compliance is assured with the following condition: 

Section 6.1.4 requires that the operator performing start-up or shutdown of a 
unit shall keep records of the duration of start-up or shutdown. This 
requirement applies only to unit N-1237-4. 

Permit 
N-1237-3-6 

Compliance is assured with the following condition: 

Condition 
23 -- 

Section 6.2 identifies the following test methods as District~approved source 
testing methods for the pollutants listed: 

- --- 
P e r m i t -  - .- -- 

N-I 237-4-9 

- - 

Condition 
32 

Compliance is assured with the following conditions: 
- 

Pollutant 

NOx 
NOx 
CO -- 

- - - - - - - - - . - - 

Stack Gas O2 

Stack Gas Velocities 
Stack Gas Moisture 

Content - - - 

Units 

PPmv 
IbIMMBtu 
- PP?V- 
. . .- . 

% 

Wmin 

% 
- 

Test Method Required 
-- 

EPA Method 7E or ARB Method 100 
EPA Method 19 

EPA Method 10 or ARB Method 100 
- - - - . - - - - - 

EPA Method Tor 3A, or ARB Method 
100 - 

EPA Method 2 

EPA Method 4 
- - - -- - - 

- 



E & J Gallo Winery 
N-1237 

1053014and1101303 

Section 6.3.1 requires that each unit subject to the requirements of Sections 
5.1 or 5.2.3 shall be source tested to determine compliance with the 
applicable emission limits at least once every 12 months. Units that 
demonstrate compliance on two consecutive 12-month source tests may 
defer the following 12-month source test up to 36 months. If the result of the 
36-month source test demonstrates that the unit does not meet the applicable 
emission limits specified in Sections 5.1 or 5.2.3, the source testing frequency 
shall revert to at least once every 12 months. As unit N-1237-3 is not subject 
to Sections, 5.1 or 5.2.3, this requirement applies only to unit N-1237-4. 

Compliance is assured with the following conditions: f 

Section 6.3.2 states that in lieu of compliance with Section 6.3.1, compliance 
with the applicable limits in Sections 5.1 or 5.2.3 shall be demonstrated by 
submittal of annual emissions test results to the District from a unit or units 
that represents a group of units. The facility has not proposed representative 
testing. Therefore this section is not applicable. 

. - 

Permit - - - - . -. . . - .. . - - 
N-1'237-4-9 

F. District Rule 4306 - Boilers, Steam Generators and Process Heaters - 
Phase 3 

. -- - - -- - - 
Condition - - - - . - - -. -- - - .-. -. . 

... -- 

12 

The rule was last amended in October 16, 2008. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the n~ le  was dated September 18, 2003. The stringency analysis in 
Attachment D shows that'the most recently amended version of the rule is as 
stringent as the previously approved SIP version of the rule. 

The purpose of this rule is to limit emissions oxides of nitrogen (NOx) and 
carbon monoxide (CO) from the operation of boilers, steam generators, and 
process heaters. 

Section 5.1.1 requires that except for units subject to Sections 5.2, NOx and 
carbon monoxide (CO) emissions shall not exceed the limits specified in the 
following table. All ppmv emission limits specified in this section are 
referenced at dry stack gas conditions and 3.00 percent by volume stack gas 
oxygen. Emission concentrations shall be corrected to 3.00 percent oxygen 
in accordance with Section 8.1. 

The boilers at this facility fall in one of the following two categories. 
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- - - . - . - - - -. 

Operated on gaseous fuel 
Category 

NOx Limit I CO Limit 

l r ~ , - ~ , - a n d ~ - u n f i s ~ , l  m7. - - -  i:Fmv . - 
H. Units limited by a Permit 

to Operate to an 
annual heat input of 9 400 ppmv 400 ppmv 
billion Btulyr to 30 0.036 IbIMMBtu 0.052 IblMMBtu 

- - billion Bt r 
- - - - - - - -- - - - - - - 

I I 

B. Units with a rated heat 
input greater than 20.0 
MMBtuIhr, except for 
Categories C, D, E, F, 1 

Compliance is assured with the foll-owing conditions: 

- -- - - - - - - - -- - 

Operated on liquid fuel 

NOx Limit 

9 PPmv 

0.01 1 IbIMMBtu 
Or 

Section 5.1.2 applies to units operated on combinations of gaseous fuel and 
liquid fuel. No units at this facility are peiinitted to operate on combinations 
of gaseous and liquid fuels. Therefore, this section is not applicable. 

CO Limit 

-- - - - --- - 

Section 5.2 applies to units that are limited to less than 9 billion Btu per 
calendar year heat input. No units at this facility are limited to less than 9 
billion Btu per calendar year heat input. Therefore, this section is not 
applicable. 
Section 5.3 establishes the requirements for units subject to startup and 
shutdown requirements. Permit unit N-1237-3 is not subject to startup and 
shutdown provisions. Therefore, this section is not applicable to this unit. 

400 ppmv 

Pennit 
- -. 

N-1237=3-6 
N-1237-4-9 

,Permit unit N-1237-4 contains startup and shutdown provisions. Therefore, 
this unit is subject to the requirements of this section. Section 5.3 states that 
the applicable emission limits of Sections 5.1 shall not apply during start-up 
or shutdown provided an operator complies with the requirements specified in 
below. 

5.5.7 The duration of each start-up or each shutdown shall not exceed 
two hours, except as provided in Section 5.3.3. 

5.5.8 The emission control system shall be in operation and emissions 
shall be minimized insofar as technologically feasible during start- 
up or shutdown. 

- - - - - - 

40 ppmv 
or 

0.052 IbIMMBtu 

Category 
Category H 
Category B - 

- - -- - 

400 ppmv 

Cond itio-ns- -- 

6 
- --- 4 -- 
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5.5.9 Notwithstanding the requirement of Section 5.3.1, an operator may 
submit an application to a Permit to Operate condition to allow 
more than two hours for each start-up or each shutdown provided 
the operator meets all of the conditions in specified in Sections 
5.3.3.1 through 5.3.3.3. 

For this unit, the District has approved startup and shutdown durations that 
are longer than 2.0 hours in accordance with the requirements specified in 
Sections 5.3.3.1 through 5.3.3.3 (reference ATC project N-1060194). 
Compliance is assured with the following conditions: 

Section 5.4.1 applies to any unit which simultaneously fires gaseous and 
liquid fuels, and is subject to the requirements of Section 5.1. No units fire 
simultaneously on gaseous and liquid fuels. Therefore, this section is not 
applicable. 

Permit 
N-1237-4-9 

Section 5.4.2 requires the operator of any unit subject to the emissions limits 
specified in Section 5.1 to install and maintain Continuous Emissions 
Monitoring (CEMS) for NOx, CO and 02, or implements an APCO-approved 
Alternate Monitoring System. 

Conditions 
5 through 10 

In order to satisfy the requirements of District Rule 4306, permit unit N-1237- 
3 is subject to pre-approved alternate monitoring scheme E (pursuant to 
District Policy SSP-1105), which requires monitoring of the flue gas 
recirculation (FGR) valve settings at least once per week. 

In order to satisfy the requirements of District Rule 4306, permit unit N-1237- 
4 is subject to pre-approved alternate monitoring scheme A (pursuant to 
District Policy SSP-1 105), which requires that monitoring of NO,, CO, and O2 
exhaust concentrations be conducted at least once per month (in which a 
source test is not performed) using a portable analyzer. 

Compliance is assured with the following conditions: 

N-1237-3-6 18 through 22 
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Section 5.4.3 applies to units subject to Section 5.2. No units are subject to 
Section 5.2. Therefore, this section does not apply. 

Section 5.4.4 states that the operator of any Category H unit listed in Section 
5.1.1, Table 1 and any unit subject to Section 5.2.1 or 5.2.2 shall install and 
maintain an operational non-resettable, totalizing mass or volumetric flow 
meter in each fuel line to each unit. Volumetric flow measurements shall be 
periodically compensated for temperature and pressure. A master meter, 
which measures fuel to all units in a group of similar units, may satisfy these 
requirements if approved by the APCO in writing. The cumulative annual fuel 
usage may be verified from utility service meters, purchase or tank fill 
records, or other acceptable methods, as approved by the APCO. These 
requirements apply only to unit N-1237-3. 

Compliance is assured with the following condition: 

Section 5.5.1 requires that the operator of any unit shall have the option of 
complying with either the applicable heat input (IbIMMBtu) emission limits or 
the concentration (ppmv) emission limits specified in Section 5.1. The 
emission limits selected to demonstrate compliance shall be specified in the 
source test proposal pursuant to Rule 1081 (Source Sampling). 

Permit 
N-1237-3-6 

Compliance is assured with the following conditions: 

Condition 
4 

Permit 11- p Conditions 11 

Section 5.5.2 requires that all emissions measurements shall be made with 
the unit operating either at conditions representative of normal operations or 
conditions specified in the Permit to Operate. Unless otherwise specified in 
the Permit to Operate, no determination of compliance shall be established 
within two hours after a continuous period in which fuel flow to the unit is shut 
off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined 
in Section 3.0. 
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Compliance is assured with the following conditions: 

N-I 237-3-6 
N-1237-4-9 

Section 5.5.3 pertains to units equipped with Continuous emissions 
Monitoring Systems (CEMS). No units at this facility are equipped with 
CEMS. Therefore this section is not applicable. 

Section 5.5.4 requires that for emissions monitoring pursuant to Sections 
5.4.2, 5.4.2.1, and 6.3.1 using a portable NOx analyzer as part of an APCO 
approved Alternate Emissions Monitoring System, emission readings shall be 
averaged over a 15 consecutive-minute period by either taking a cumulative 
15-consecutive~minute sample reading or by taking at least five (5) readings 
evenly spaced out over the 15-consecutive-minute period. These 
requirements apply only to unit N-1237-4. 

Compliance is assured with the following conditions: 

Section 5.5.5 requires that for emissions source testing performed pursuant 
to Section 6.3.1 for the purpose of determining compliance with an applicable 
staridard or numerical limitation of this rule, the arithmetic average of three 
(3) 30-consecutive-minute test runs shall apply. If two (2) of three (3) runs 
are above an applicable limit the test cannot be used to demonstrate 
compliance with an applicable limit. 

~ - . - -  

_....-A. Permit 
-. .. - -. . - - - - - .. -. . .- -. - -. 

N-I 237-4-9 

Compliance is assured with the following conditions: 

~~ - ~ ~ - . ~  

Condition . . - 
- - -. - . . . . . - - - - - -. . -. - - - - - 

27 

Permit Conditions 

- 

Section 6.1 requires that the records required by Sections 6.1 .I through 6.1.4 
shall be maintained for five calendar years and shall be made available to the 
APCO upon request. Failure to maintain records or information contained in 
the records that demonstrate noncompliance with the applicable 
requirements of this rule shall constitute a violation of this rule. 
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\ 

Compliance is assured with the following conditions: 

Conditions 

N-1237-4-9 

Section 6.1 . I  applies to units operated under the exemption of Section 4.2. 
No units operate under the exemption in Section 4.2. Therefore the 
requirements in this section are not applicable. 

Section 6.1.2 requires that the operator of any Category H unit listed in 
Section 5.1.1 Table 1 and any unit subject to Section 5.2 shall record the 
amount of fuel use at least on a monthly basis. This section applies only to 
unit N-1237-3. 

Compliance is assured with the following conditions: 

Section 6.1.3 requires that the operator of a unit subject to Section 5.2.1 or 
6.3.1 shall maintain records to verify that the required tune-up and the 
required monitoring of the operational characteristics have been performed. 
These requirements apply only to unit N-1237-3. 

- . --  Permit - 
- - - - . --- ---- 

N-I 23713-6 

Compliance is assured with the following condition: 

Condition 
-- -- - - 

24 

Section 6.1.4 requires that the operator performing start-up or shutdown of a 
unit shall keep records of the duration of start-up or shutdown. This 
requirement applies only to unit N-1237-4. 

Permit 
- -- -- - - - 

N-1237-3-6 -- 

Compliance is assured with the following condition: 

Condition 
- - -23 

Permit 
N-1231-4% _ _ 

Condition 
32 _ . 
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Section 6.2 identifies the following test rilethods as Disfrict-approved source 
testing methods for the polluta"ts liaed,: 

Compliance is assured with the following conditions: 

~ ~ - .  

Pollubnt 
-- - 

NOx 
NO% 
CO 

Stack Gas O2 , . 
~ ..... 

~ - ~ ~ 

stack-G@_!Ld~~ities 
Stack Gas.-Moisture 

Content. . 

Section 6.3.1 requires that each unit subject to the requirements of Sections 
5.1 or 5.2.3 shall be source tested to determine compliance with the 
applicable emission limits at least once every 12 months. Units that 
demonstrate compliance on two consecutive 12-month source tests may 
defer the following 12-month source test up to 36 months. If the result of the 
36-month source test demonstrates that the unit does not meet the applicable 
emission limits specified in Sections 5.1 or 5.2.3, the source testing frequency 
shall revert to at least once every 12 months. 

Compliance is assured with the following conditions: 

- ~ 

. . .. 

.Units 
- ~- 

PPinV 
IbJMMBtu 

' PPmv 

% 
..  

Wmin 

% 
~ 

Section 6.3.2 states that in lieu of compliance with Section 6.3.1, compliance 
with the applicable lirrlits in Sections 5.1 or 5.2.3 shall be demonstrated by 
submittal of annual emissions test results to the District from a unit or units 
that represents a group of units. The facility has not proposed representative 
testing. Therefore this section is not applicable. 

~ 

. -- . . 
Test Method Required 

.- -. ~.... -..- .- ~ ~~ - - 

EPA ~e_thod-7E.or ARB MethoA1.00.. 
. .. - . -- -- ~~~ 

EPA Method~~l9 EPA Methad 6 Met-h-bd TOG-.- 
--- 

EPA Method 3 or 3A, or ARB-Method- 
100 

. ~ EPA Method 2 

E.PA Method 4 
.. . 

. . ~- 
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G. District Rule 4601 - Architectural Coatinns 

'The rule was last amended in December 17, 2009. However, this version of 
the rule has not yet been SIP approved. The most recent SIP approved 
version of the rule was dated October 31, 2001. The stringency analysis in 
Attachment E shows that the most recently amended version of the rule is as 
stringent as the previously approved SIP version of the rule. 

This rule limits the emissions of VOC's from architectural coatings. It 
requires limiting the application of any architectural coating to no more than 
what is listed in the Table of Standards (Section 5.0). This rule further 
specifies labeling requirements, coatings thinning recommendations, and 
storage requirements. 

'The following changes were included in the latest rule amendment that 
resulted in adding new permit requirements andlor revising current permit 
requirements: 

e The tables outlining the VOG content of different specialty coatings 
has been largely replaced with the Table of Standards in Section 
5.0. 

e New labeling, reporting, test methodology and other requirements 
have been incorporated into the rule in order to allow ARB to 
administer the Averaging Program as detailed in Sectioli 8.0. 

The following perrrrit requirements were revised to ensure compliance with 
this rule: 

H. District Rule 4621 - Gasoline Transfer Into Stationan, Storane 

~ ~ - -p--pp--p-p-p--p ~ 

Containers, Delivery Vessels, and Bulk Plants 

Permit 
- - N;1237~0-2 

The rule was last amended in December 20, 2007. However, this version of 
the rule has not yet been SIP approved. The most recent SIP approved 
version of the rule was dated June 18, 1998. The stringency analysis in 
Attachment F shows that the most recently amended version of the rule is as 
stringent as the previously approved SIP version of the rule. 

. .. 

Conditions 
23 through .25 

. . . . - 
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The purpose of this rule is to limit VOC emissions from stationary storage 
containers, delivery vessels and bulk plants and to provide the administrative 
requirements for determining compliance with this rule. 

Section 5.1 states that loading equipment and vapor collection equipment 
shall be installed, maintained, and operated such that it is leak-free, with no 
excess organic liquid drainage at disconnect. 

Seaion 3.19.2 defines a leak as the dripping of VOC-containing liquid at a 
rate of more than three (3) drops per minute, or the detection of any gaseous 
or vapor emissions with a concentration or total organic compound greater 
than 10,000 ppmv, as methane, above background when measured in 
accordance with the test method in Section 6.4.3. Any liquid or gas coming 
from a component undergoing repair or replacement, or during sampling of 
process fluid from a component or equipment into a container is not 
considered sampling of a leak provided such activities are accomplished as 
expeditiously as possible and with minimal spillage of material and VOC 
emissions to the atmosphere. 

Compliance is assured with the following conditions: 

Section 5.2.1 states that no person shall transfer, or permit the transfer, of 
gasoline from any delivery vessel into any stationary storage container 
subject to the requirements of this rule unless such container is equipped with 
an ARB certified permanent submerged fill pipe and utilizes an ARB certified 
Phase I vapor recovery system that is maintained and operated according to 
manufacturer specifications and the applicable ARB Executive Order. 

- - - - - - - - - 
Permit 

N-I 237-1 3-2 

In addition, ARB has the additional certification requirements, including 
applicable rules and regulations of the Division of Measurement Standards, 
the Department of Food and Agriculture, the Office of the State Fire Marshal, 
the Department of Forestry and Fire Protection, the Division of Occupational 
Safety and Health, the Department of Industrial Relations, and the Division of 
Water Quality of the State Water Resources Control Board that have been 
made conditions of the certification. 

- . - - -- 
Cond-iecg- I' 

3 and 4 

Compliance is assured with the following condition: 
- - - - - -- - 

Permit- -- -- - -. - - - . - 

N-1237-13-2 
Condition 

2 



E & J Gallo Winery 
N+1237 

105301 4 and 1 101 303 

Section 5.4.1 states that all aboveground storage containers shall be 
constructed and maintained in a leak-free condition. 

Compliance is assured with the following condition: 
---- - 

1 Permit Condition 1 

Section 5.4.3 states that all aboveground storage containers that contain 
gasoline shall be equipped with an ARB certified pressure vacuum relief valve 
set 3.0 +I- 0.5 inches column pressure relief and 8.0 +I- 2.0 inches water 
column vacuum relief; unless: 

- Otherwise specified in the applicable ARB Executive Order; or 
- Such setting will exceed the vessel's maximum pressure rating. 

Compliance is assured with the following condition: 

Section 5.4.5 states that operators of an aboveground storage container not 
located at a bulk platit shall conduct and pass the performance test specified 
in Sections 6.4.9 to determine compliance at least once every 36 months, (no 
more *than 30 days before or after the required performance test date) unless 
otherwise required under ARB Executive Order. 

Permit 
N-1237-13-2 --- 

Compliance is assured with the following conditions: 

Condition 
5 

Section 5.5 states that all Phase I vapor recovery systems shall be inspected 
according to the frequency specified in Table 1. The person conducting the 
inspections shall, at a minimum, verify that the fill caps and vapor caps are 
not missing, damaged, or loose, that the fill cap gasket and vapor cap 
gaskets are not missing or damaged, that the fill adapter and vapor adapter 
are securely attached to the risers, that, where applicable, the spring-loaded 
submerged fill tube seals properly against the coaxial tubing, and the dry 
break (poppet-valve) is not missing or damaged and that the submerged fill 
tube is not missing or damaged. 

.- - 

Permit 
N-1237-13-2 

Conditions 
9 an.d 10- 
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Compliance is assured with the following conditions: 

Section 5.7.2 states that no person shall operate, or allow the operation of a 
delivery vessel unless valid State of California decals which attest to the 
vapor integrity of the container are displayed. 

-- - - - - -- - - - - - - - - -- - - - - - 

Compliance is assured with the following condition: 

Permit 
N-I 237-1 3-2 

Conditions 
7 and 8 

Section 6.1.4 states that all records required to demonstrate compliance with 
the requirements of this rule shall be retained on the premises for a minimum 
of five years and made available on site during normal business hours to the 
APCO, ARB, or EPA, and submitted to the APCO, ARB, or EPA upon 
request. 

- --- - -- - - 

- -- - -- - -- - 

Compliance is assured with the following condition: 

Permit 
N-1237-13-2 

Condition 
6 --- -- 

Section 6.2.3 states "Operators shall notify the District at least seven days 
prior to any performance testing." 

-- 

Section 6.2.4 states "Operators shall submit all performance test results to the 
District within 30 days of test completion." 

Permit 
N-1237-13-2 

Compliance is assured with the following condition: 

Condition 
18 

-- - - -- - - -- - - -- - 

Permit 
N-1237-13-2 -- - - 

Condition 
14 
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Section 6.3.1 states that installation and maintenance contractors shall be' 
certified by the ICC for Vapor Recovery System Installation and Repair (VI) 
and make available onsite proof of ICC certification for VI, and have and 
make available on site proof of any and all certifications required by the 
Executive Order and installation and operation manual in order to install or 
maintain specific systems, or work under the direct and personal supervision 
of an individual physically present at the work site who possesses and makes 
available onsite a current certificate from the ICC, indicating he or she has 
passed the VI exam and all certifications required by the applicable Executive 
Order. 

Section 6.3.2 states that All ICC certifications shall be renewed every 24 
months by passing the appropriate exam specific to the certification being 
sought. 

Co-mpliance is assured with the following conditions: 

Section 6.3.3 states that Gasoline Dispensing Facility Testers wishing to 
conduct vapor recovery system testing and repair at facilities located within 
the District, shall be in full compliance with District Rule 1177 (Gasoline 
Dispensing Facility Tester Certification). 

-- -- - -- - - - 

Compliance is assured with the following condition: 

Permit 
- - N-1237-13-2 -- 

Conditions 
12,and 13 

I. District Rule 4622 - Gasoline-Transfer Into Motor Vehicle Fuel Tanks 

- -- 

- - - - -  - -- 

The rule was last amended in October 16, 2008. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the rule was dated September 19, 2002. The stringency analysis in 
Attachment G shows that the most recently amended version of the rule is as 
stringent as the previously approved SIP version of the rule. 

Permit 
-.- N-123743-2 _ 

'The purpose of this rule is to limit VOC err~issions from stationary storage 
containers, delivery vessels, and bulk plants and to provide the administrative 
requirements for determining compliance with this rule. 

Condition 
_'II II - 
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Section 4.1 states that except for the provisions of Section 6.1.1 and 6.1.2, 
the requirements of this rule shall not apply to the transfer of gasoline into 
motor vehicle fuel tanks from any existing storage container, with an 
aggregate dispensing throughput of: 

- Less than or equal to 24,000 gallons per calendar year; and 
- Less than or equal to 10,000 gallons in any consecutive 30-day 

period. 
- Any facility which exceeds the throughput limitations $'specified 

above shall be subject to the provisions of this rule on and after the 
date the throughput limitations were exceeded and shall be in 
compliance according to the schedule in Section 7.1. 

Compliance is assured with the following condition: 

Permit P I  

Section 6.1.1 states that gasoline dispensing operations that are exempt 
under Section 4.1 shall maintain gasoline throughput records which will allow 
the gasoline throughput for any 30-day period to be continuously determined. 
These records shall be maintained on the premises as long as exempt status 
is claimed. 

Compliance is assured with the following condition: 

Section 6.1.2 states that any gasoline dispensing operation previously 
exempt under Section 4.1 whose gasoline throughput exceeds the exemption 
levels shall notify the District within 30 days of the date of exceeding the 
exemption levels. 

Permit 
N-1237-13-2 

- - - 

Compliance is assured with the following condition: 

Condition 
- 16____-- 

Permit 
N-I 237-1 3-2 

Condiiionp- 
17 

- 
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J. District Rule 801 1 - General Requirements 

The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the rule was dated November 15, 2001. The stringency analysis in Attachment 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

The purpose of Regulation Vlll (Fugitive PMlo Prohibitions) is to reduce 
ambient concentrations of fine particulate matter (PMlo) by requiring actions 
to prevent, reduce or mitigate anthropogenic fugitive dust emissions. The 
Rules contained in this Regulation have been developed pursuant to United 
States Environmental Protection Agency guidance for Serious PMlo 
Nonattainment Areas. 'The rules are applicable to specified anthropogenic 
fugitive dust sources. Fugitive dust contains PMlo and particles larger than 
PMlo. Controlling fugitive dust missions when visible emissions are detected 
will not prevent all PMlo emissions, but will substantially reduce PMlo 
emissions. 

The provisions of this rule are applicable to specified outdoor fugitive dust 
sources. The definitions, exemptions, requirements, administrative 
requirements, recordkeeping requirements, and test methods set forth in this 
rule are applicable to all Rules under Regulation Vlll (Fugitive PMlo 
Prohibitions) of the Rules and Regulations of the San Joaquin Valley Unified 
Air Pollution Control District. 

Compliance is assured with the following conditions: 

K. District Rule 8021 - Construction, Demolition, Excavation, Extraction, 

Permit 
N-1237-0-2 

and Other Earthmovinn Activities 

Conditions 
30 through 34 

The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the rule was dated November 15, 2001. The stringency analysis in Attachment 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

The purpose of ,this rule is to limit fugitive dust emissions from construction, 
demolition, excavation, extraction, and other earthmoving activities. 
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This rule applies to any construction, demolition, excavation, extraction, and 
other earthmoving activities, including, but not limited to, land clearing, 
grubbing, scraping, travel on site, and travel on access roads to and from the 
site. This rule also applies to the construction of new landfill disposal sites or 
modification to existihg landfill disposal sites prior to corr~mencement of 
landfilling activities. 

Section 5.0 requires that no person shall perform any construction, 
demolition, excavation, extraction, or other earthmoving activities unless the 
appropriate requirements in sections 5.1 and 5.2 are sufficiently implemented 
to limit VDE to 20% opacity. In addition to the requirements of this rule, a 
person shall comply with all other applicable requirements of Regulation VIII. 

Compliance is assured with the following condition: 

L. District Rule 8031 - Bulk Materials 

Permit 
N-1237-0-2 

The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the rule was dated November 15, 2001. The stringency analysis in Attachment 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

Condition 
29 

The purpose of this rule is to limit fugitive dust emissions from the outdoor 
handling, storage, and transport of bulk materials. 

This rule applies to the outdoor handling, storage, and transport of any bulk 
material. 

Section 5.0 requires that no person shall perform any outdoor handling, 
storage, and transport of bulk materials unless the appropriate requirements 
in Table 8031-1 of this rule are sufficiently implemented to limit VDE to 20% 
opac~ty or to comply with the conditions for a stabilized surface as defined in 
Rule 8011. In addition to the requirements of this rule, a person shall comply 
with all other applicable requirements of Regulation VIII. 

Compliance is assured with the following condition: 

Permit 
N-1237-0-2 

Condition 
30 
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MI. District Rule 8041 - Carrvout and Trackout 
-. - - -- - --- .- - - . - - 

The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. 'The most recent SIP approved version of 
the rule was dated November 15, 2001. The stringency analysis in Attactirnent 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

The purpose of this rule is to limit fugitive dust emissions from carryout and 
trackout. 

This rule applies to all sites that are subject to Rules 8021 (Construction, 
Demolition, Excavation, Extraction, and other Earthmoving Activities), 8031 
(Bulk Materials), and 8071 (Unpaved Vehicle and Equipment Traffic Areas) 
where carryout or trackout has occurred or may occur. 

Section 5.0 requires that an ownerloperator shall sufficiently prevent or 
clean~lp carryout and trackout as specified in sections 5.1 through 5.8. In 
addition to the requirements of this rule, a person shall comply with all other 
applicable requirements of Regulation VIII. The use of blower devices, or dry 
rotary brushes or brooms, for removal of carryout and trackout on public 
roads is expressly prohibited. The removal of carryout and trackout from 
paved public roads does not exempt an ownerloperator from obtaining state 
or local agency permits which may be required for the cleanup of mud and 
dirt on paved public roads. 

Compliance is assured with the following conditions: 

N. District Rule 8051 - Open Areas 
- - -- - 

.- -- - -- - - 

'The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. 'The most recent SIP approved version of 
the rule was dated November 15, 2001. The stringency analysis in Attachment 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

Permit 
N-1237-0-2 

The purpose of this rule is to limit fugitive dust emissions from open areas. 

Condition 
_-- - _  
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- 

'This rule applies to any open area having 3.0 acres or more of disturbed 
surface area, that has remained undeveloped, unoccupied, unused, or vacant 
for more than seven days. 

Section 5.0 requires that whenever open areas are disturbed or vehicles are 
used in open areas, the ownerloperator shall i-mplement one or a combination 
of control measures indicated in Table 8051-1 to comply with the conditions 
of a stabilized surface at all times and to limit VDE to 20% opacity. In addition 
to the requirements of this rule, a person shall comply with all other 
applicable requirements of Regulation VIII. 

Compliance is assured with the followivg condition: 

0. District Rule 8061 - Pavedtand Unpaved Roads 

- -- - --- -. 
Permit 

N-1237-0-2 

The rule was last amended in August 19, 2004. However, this version of the 
rule has not yet been SIP approved. The most recent SIP approved version of 
the rule was dated November 15, 2001. 'The stringency analysis in Attachment 
H shows that the most recently amended version of the rule is as stringent as 
the previously approved SIP version of the rule. 

Condition- - 

The purpose of this rule is to limit fugitive dust emissions from paved and 
unpaved roads by implementing control measures and design criteria. 

- - 

32 
-- -- - 

'This rule applies to any new or existing public or private paved or unpaved 
road, road construction project, or road modification project. 

Compliance is assured with the following condition: 
-- - 

Permit 
N-1237-0-2 - -- - ..-A 

Condition - 
33 
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P. District Rule 8071 - Unpaved Ve hiclelEquipment Traffic Area 

The rule was last amended in September 16, 2004. However, this version of 
the rule has not yet been SIP approved. The most recent SIP approved 
version of the rule was dated November 15, 2001. The stringency analysis in 
Attachment H shows 'that the most recently amended version of ,the rule is as 
stringent as the previously approved SIP version of the rule. 

The purpose of this rule is to limit fugitive dust emissions from unpaved 
vehicle and equipment traffic areas by implementing control measures and 
design criteria. 

This rule applies to any unpaved vehiclelequipment traffic area of 1.0 acre or 
larger. 

Compliance is assured with the following condition: 

Q. 40 CFR Part 64 - CAM 

Permit 
N-I 237-0-2 

564.2 - Applicability 
This section requires Compliance Assurance Monitoring (CAM) for units that 
meet the following three criteria: 
1) the unit must have an emission limit for the pollutant; 
2) the unit must have add-on controls for the pollutant; these are devices 

such as flue gas recirculation (FGR), baghouses, and catalytic oxidizers; 
and 

3) the unit must have a pre-control potential to emit of greater than the major 
source thresholds. 

Condition 
34 

Pollutant 

VOC 
NOx 
CO 

PMio 
sox 

Major Source Threshold 
(I blyear) 

50,000 
50,000 

200,000 
140,000 
140,000 
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a. N-1237-1 - Bulk Storage Tanks with Pneumatic Convevor 

The permit consists of two bulk storage tanks with a pneumatic conveying 
system that is served by a fabric filter dust collector. The permit does not 
contain any emission limitations for any pollutant. 'Therefore, the CAM 
requirements of 40 CFR 64 are not applicable to this equipment and no 
further discussion is required. 

b. N-1237-3 - 90 MMBtuIhr Natural Gas Fired Boiler 

The permit for this boiler contains emission limits for NOx, CO, VOC, PMlo 
and SOx emissions. However, this boiler is not equipped with any add on 
control devices for CO, VOC, PMlo or SOx emissions. 'Therefore, the 
CAM requirements of 40 CFR 64 are not applicable for these pollutants 
and no further discussion is required. 

This boiler is equipped with a flue gas recirculation system (FGR). The 
FGR system provides control for NOx emissions. Typically the District 
assumes that an FGR system will achieve 70% control for the NOx 
emissions generated in a natural gas fired boiler. Therefore, the 
uncontrolled NOx emission rate from this boiler can be determined using 
the emission factor and annual heat input limit on the current permit and 
the control efficiency of the FGR system. 

NOx Emissions: 

Emission Factor = 0.036 IbIMMBtu 
Heat Input Limit = 30,000 MMBtulyear 
FGR Control Efficiency = 70% 

Annual Uncontrolled PE = [0.036 IbIMMBtu x 30,000 MMBtuIyear] I (1 - 
0.70)] 

Annual Uncontrolled PE = 3,600 Iblyear 

As shown above, the uncontrolled PE for NOx errrissions is less than the 
major source threshold. Therefore, this boiler is not subject to the 
requirements of 40 CFR 64 for this pollutant and no further discussion is 
required. 
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c. Nr12374=I -- - - - 50-MMBtuIhr-Natural - - - - . .- . Gas . - Fired Boiler 

The pennit for this boiler contains emission limits for NOx, CO, VOC, PMlo 
and SOx emissions. However, this boiler is not equipped with any add on 
control devices for CO, VOC, PMlo or SOx emissions. 'Therefore, the 
CAM requirements of 40 CFR 64 are not applicable for these pollutants 
and no further discussion is required. 

This boiler is equipped with a selective catalytic reduction (SCR) system 
and a flue gas recirculation (FGR) system. Both of these systems provide 
control for NOx emissions. Typkally the District assumes that an SCR 
system in combination with an FGR system will achieve a minimum of 
90% control for the NOx emissions generated in a natural gas fired boiler. 
Therefore, the uncontrolled NOx emission rate from this boiler can be 
determined using the emission factor and maximuni heat input rating on 
the current permit and the control efficiency of the SCR system. 

NOx Emissions: 

Controlled Emission Factor = 0.01 1 IbIMMBtu 
Heat Input Rating = 150.0 MMBtuIhr 
Maximum Operating Schedule = 8,760 hourslyear 
SCR + FGR System Control Efficiency = 90% 

Annual Uncontrolled PE = [0.011 IbIMMBtu x 150 MMBtuIhour x 8,760 
hours/year] / (1 - 0.90)] 

Annual Uncontrolled PE = 144,540 Iblyear 

As shown above, the uncontrolled PE for NOx emissions is greater than 
the major source thresholds. Therefore, this boiler is subject to the 
requirements of 40 CFR 64. 

d. N-1237-5 -- 250_HKHammer - - -- Mill 

The permit for this hammermill does not contain emis-~ion limitations for 
any pollutant. Therefore, the CAM requirements of 40 CFR 64 are not 
applicable and no further discussion is required. 
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e. N-1237-6 - Diatomaceous Earth (DE) Pneumatic Receiving Operation 
with Storage Silo 

This d-iatomaceou earth pneumatic receiving and storage operation only 
generates PMlo emissions. The operation is served by a baghouse for 
PMlo emission control. Typically the District assumes that a baghouse will 
achieve 99% PMlo emission control. Therefore, the uncontrolled PMlo 
emission rate from this operation can be determined using the emission 
factor and throughput limit listed on the current permit, the control 
efficiency of the baghouse, and a worst case operating scenario of 365 
dayslyear. 

PMlo Emissions: 

Emission Factor = 0.0003 Iblton 
Throughput = 75 tonlday 
Baghouse Control Efficiency = 99% 

Annual Uncontrolled PE = [0.0003 Iblton x 75 tonlday x 365 dayslyear] I (1 
- 0.99)] 

Annual Uncontrolled PE = 821 Iblyear 

As shown above, the uncontrolled PE for PMlo emissions is less than the 
major source threshold. 'Therefore, this diatomaceous earth pneumatic 
receiving and storage operation is not subject to the requirements of 40 
CFR 64 for this pollutant and no further discussion is required. 

These abrasive blasting permits do not contain emission limitations for 
any pollutant. Therefore, the CAM requirements of 40 CFR 64 are not 
applicable and no further discussion is required. 
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g. N-1237-12 - Oak Chip Roasting Operation 

This oak chip roasting operation only has permitted VOC and PMlo 
emission limits. The operation is served by an incinerator for VOC 
emission control and a scrubber for PMlo emission control. Pursuant to 
information in the facility files, the incinerator will achieve 95% VOC 
emission control and the scrubber will achieve 98% PMio emission 
control. Therefore, the uncontrolled VOC and PMlo emission rates from 
this operation can be determined using the emission factors and 
throughput limit listed on the current permit, the control efficiencies of the 
incinerator and scrubber, and a worst case operating scenario of 365 
dayslyear. 

VOC Emissions: 

Emission Factor = 0.1 14 Iblton 
Throughput = 5.25 tonlday 
Incinerator Control Efficiency = 95% 

Annual Uncontrolled PE = [0.114 Iblton x 5.25 tonlday x 365 dayslyear] I 
(1 - 0.95)] 

Annual Uncontrolled PE = 4,369 Iblyear 

Eniission Factor = 0.076 Iblton 
Throughput =, 5.25 tonlday 
Scrubber Control Efficiency = 98% 

Annual Uncontrolled PE = [O.076 Iblton x 5.25 tonlday x 365 dayslyear] 1 
(1 - 0.98)] 

Annual Uncontrolled PE = 7,282 Iblyear 

As shown above, the uncontrolled PE for VOC and PMlo emissions is less 
than the major source thresholds. Therefore, this oak chip roasting 
operation is not subject to the requirements of 40 C$R 64 for these 
pollutants and no further discussion is required. 
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h. N-1237-13 - Gasoline Dispensing OperationT with 500 Gallon 
Aboveground Storage Tank 

The permit for this gasoline dispensing - operation does not contain 
emission limitations for any pollutant. 'Therefore, the CAM requirements 
of 40 CFR 64 are not applicable and no further discussion is required. 

This oak wood chip transfer operation only generates PMlo emissions. 
The operation is sewed by a baghouse for PMlo emission control. 
Typically the District assumes that a baghouse will achieve 99% PMlo 
emission control. Therefore, the uncontrolled PMlo emission rate from 
this operation can be determined using the emission factor and 
throughput limit listed on the current permit, the control efficiency of the 
baghouse, and a worst case operating scenario of 365 dayslyear. 

PMlo Emissions: 

Emission Factor = 0.2 iblton 
Throughput = 9 tonlday 
Baghouse Control Efficiency = 99% 

Annual Uncontrolled PE = [0.2 Iblton x 9 tonlday x 365 dayslyear] I (1 - 
0.99)] 

Annual Uncontrolled PIE = 65,700 Iblyear 

As shown above, the uncontrolled PE for PMlo emissions is less than the 
major source threshold. Therefore, this oak wood chip transfer operation 
is not subject to the requirements of 40 CFR 64 for this pollutant and no 
further discussion is required. 

j. Nz1237-18 through N-1237-479 - Wine Fermentation andlor Storage 
Tanks 

These wine fermentation andlor storage tanks do not contain emission 
limits for any pollutant. Since these tank permits do not contain emission 
limits any pollutant, they are not subject to the CAM requirements of 40 
CFR Subpa'rt 64 and no further discussion is required. 
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k. N-1237-480 - Diatomaceous Earth (DE) Pneumatic Receiving Operation 
with-Storage-Silo - - - 

This diatomaceous earth pneumatic receiving and storage operation only 
generates PMlo emissions. 'The operation is served by a baghouse for 
PMlo emission control. Typically the District assumes that a baghouse will 
achieve 99% PMlo emission control. Therefore, the uncontrolled PMlo 
err~ission rate from this operation can be determined using the emission 
factor and throughput limit listed on the current permit, the control 
efficiency of the baghouse, and a worst case operating scenario of 365 
day sly ear. 

Emission Factor = 0.00085 Iblton 
Throughput = 20 tonlday 
Baghouse Control Efficiency = -99% 

Annual Uncontrolled P t  = [0.00085 Iblton x 20 tonlday x 365 dayslyear] 1 
(1 - 0.99)] 

Annual Uncontrolled PE = 621 Iblyear 

As shown above, the uncontrolled. PE for PMlo emissions is less than the 
major source threshold. Therefore, this diatomaceous earth pneumatic 
receiving and storage operation is not subject to the requirements of 40 
CFR 64 for this pollutant and no further discussion is required. 

564.3 - - -- - thru - 264.10 - - - CAM -- Monitorinn, Design, Operation-and-Submittal 
Requirements 

As shown above, the 150.0 MMBtulhr natural gas fired boiler served by a 
selective catalytic reduction (SCR) system (PTO N4237-4) is the only unit 
subject to CAM at this facility. A Selective Catalytic Reduction (SCR) system 
operates as an external control device where flue gases and a reagent, in this 
case ammonia, are passed through an appropriate catalyst. Ammonia, will 
be injected upstream of the catalyst where it reacts and reduces NOx, over 
the catalyst bed, to form elemental nitrogen and other by-products. 

E & J Gallo Winery has chosen to satisfy CAM requirements by installing in- 
stack NOx and O2 analyzers upstreani of the stack sampling locations used 
during source testing. The in-stack analyzers will take NOx and O2 
measurements at least once each day that the boiler operates. 
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In order to install the NOx and O2 in-stack analyzers, E & J Gallo Winery will 
first be required to apply for an Authority to Construct permit for a 
modification to this boiler. E & J Gallo Winery has submitted an ATC 
application to install the in-stack NOx and O2 analyzer on this boiler on July 
14, 201 0, project N-1102961. A detailed discussion of the CAM requirements 
will be included within the engineering evaluation performed as a part of ,that 
ATC project. Therefore, no further discussion of the CAM requirements is 
required at this time. 

However, to ensure that E & J Gallo Winery complies with the CAM 
requirements in a timely fashion, the District will require that the facility fully 
implements the ATC to install the in-stack NOx and O2 analyzers within six 
months of the date of the finalized Title V permit renewal. Compliance with 
%this requirements will be ensured by the following condition: 

Permit Condition 11 

IX. PERMIT SHIELD 

A permit shield legally protects a facility from enforcement of the shielded 
regulations when a source is in compliance with the terms and conditions of the 
Title V permit. Compliance with the terms and conditions of the Operating 
Permit is considered compliance with all applicable requirements upon which 
those conditions are based, including those that have been subsumed. 

A. Requirements Addressed by Model General Permit Templates 

The applicant is not requesting to use any model general permit templates 
for this Title V renewal project. 

6. Requirements not Addressed by Model General Permit Templates 

E&J Gallo Winery is not requesting any new permit shields within this Title 
V renewal project. In addition, E&J Gallo Winery is not requesting any 
changes to the existing permit shields already included in their Title V 
operating permit. Therefore, all of the existing permit shields will be 
maintained on the revised permit for this renewal project. 

X. PERMIT CONDITIONS 

See Attachment A - Draft Renewed Title V Operating Permit. 
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XI. ATTACHMENTS 

Draft Renewed Title V Operating Permit 
Previous Title V Operating Permit 
Detailed Facility List 
SIP Stringency Analysis for Dsitrict Rule 4306 
SIP Stringency Analysis for Dsitrict Rule A601 
SIP Stringency Analysis for Dsitrict Rule 4621 
SIP Stringency Analysis for Dsitrict Rule 4622 
SIP Stringency Analysis for Dsitrict Rules 801 1, 8021, 8031, 8041, 8051, 
8061 and 8071 



ATTACHMENT A 

Draft Renewed Title V Operating Permit 



San Joaquin Valley 
Air Pollution Control District 

- - -. -- -- - - - - - - - - 

The owner or operator shall notify the District of any breakdown condition as soon as reasonably possible, but no later 
than one hour after its detection, unless the owner or operator demonstrates to the District's satisfaction that the longer 
reporting period was necessary. [District Rule 1 100,6.1 and Merced County Rule 1091 Federally Enforceable Through 
Title V Permit 

The District shall be notified in writing within ten days following the correction of any breakdown condition. The 
breakdown notification shall include a description of the equipment malfunction or failure, the date and cause of the 
initial failure, the estimated emissions in excess of those allowed, and the methods utilized to restore normal 
operations. [District Rule 1 100, 7.0 and Merced County Rule 1091 Federally Enforceable Through Title V Permit 

(2287) The owner or operator of any stationary source operation that emits more than 25 tons per year of n-itrogen 
oxides or reactive organic compounds, shall provide the District annually with a written statement in such form and at 
such time as the District prescribes, showing actual emissions of nitrogen oxides and reactive organic compounds from 
that source. [District Rule 1160,5.0] Federally Enforceable Through Title V Permit 

Any person building, altering or replacing any operation, article, machine, equipment, or other contrivance, the use of 
which may cause the issuance of air contaminants or the use of which may eliminate, reduce, or control the issuance of 
air contaminants, shall first obtain an Authority to Construct (ATC) from the District unless exempted by District Rule 
2020 (12120107). [District Rules 2010,3.0 and 4.0; and 20201 Federally Enforceable Through Title V Permit 

(2289) The permittee must comply with all conditions of the permit including permit revisions originated by the 
District. All terms and conditions of a permit that are required pursuant to the Clean Air Act (CAA), including 
provisions to limit potential to emit, are enforceable by the EPA and Citizens under the CAA. Any permit 
noncompliance constitutes a violation of the CAA and the District Rules and Regulations, and is grounds for 
enforcement action, for permit termination, revocation, reopening and reissuance, or modification; or for denial of a 
permit renewal application. [District Rules 2070,7.0; 2080; and 2520,9.8.1 and 9.12.11 Federally Enforceable 
Through Title V Permit 

(2290) A Permit to Operate or an Authority to Construct shall not be transferred unless a new application is filed with 
and approved by the District. [District Rule 203 11 Federally Enforceable Through Title V Permit 

(2291 ) Every application for a permit required under Rule 2010 (12117192) shall be filed in a manner and form 
prescribed by the District. [District Rule 20401 Federally Enforceable Through Title V Permit 

(2292) The operator shall maintain records of required monitoring that include: 1) the date, place, and time of 
sampling or measurement; 2) the date(s) analyses were performed; 3) the company or entity that performed the 
analysis; 4) the analytical techniques or methods used; 5) the results of such analysis; and 6) the operating conditions 
at the time of sampling or measurement. [District Rule 2520,9.4.1] Federally Enforceable Through Title V Permit 

(2293) The operator shall retain records of all required monitoring data and support information for a period of at least 
5 years from the date of the monitoring sample, measurement, or report. Support information includes copies of all 
reports required by the permit and, for continuous monitoring instrumentation, all calibration and maintenance records 
and all original strip-chart recordings. [District Rule 2 5 m 2 ]  Federally Enforceable Through Title V Permit 

c ! N u E  ON N w T  PAGE 
'These teims and conditions are part of the Facilrty-wid a dments to these Facility-wide Requirements that affect speclfic 
Permit Units may constitute modification of those Permit 
Facilitv Name: E & J GALLO WINERY \ ' )uw 
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10. (2294) The operator shall submit reports of any required monitoring at least every six months unless a different 
frequency is required by an applicable requirement. All instances of deviations from permit requirements must be 
clearly identified in such reports. [District Rule 2520,9.5.1] Federally Enforceable Through Title V Permit 

1 1.  (2295) Deviations from permit conditions must be promptly reported, including deviations attributable to upset 
conditions, as defined in the permit. For the purpose of this condition, promptly means as soon as reasonably possible, 
but no later than 10 days after detection. The report shall include the probable cause of such deviations, and any 
corrective actions or preventive measures taken. All required reports must be certified by a responsible official 
consistent with section 10.0 of District Rule 2520 (612 1/01). [District Rules 2520,9.5.2 and 1 100, 7.01 Federally 
Enforceable Through Title V Permit 

12. (2296) If for any reason a permit requirement or condition is being challenged for its constitutionality or validity by a 
court of competent jurisdiction, the outcome of such challenge shall not affect or invalidate the remainder of the 
conditions or requirements in that permit. [District Rule 2520,9.7] Federally Enforceable Through Title V Permit 

13. (2297) It shall not be a defense for a permittee in an enforcement action that it would have been necessary to halt or 
reduce the permitted activity in order to maintain compliance with the conditions of the permit. [District Rule 2520, 
9.8.21 Federally Enforceable Through Title V Permit 

14. (2298) The permit may be modified, revoked, reopened and reissued, or terminated for cause. The filing of a request 
by the permittee for a permit modification, revocation and reissuance, or termination, or a notification of planned 
changes or anticipated noncompliance does not stay any permit condition. [District Rule 2520,9.8.3] Federally 
Enforceable Through Title V Permit 

15. (2299) The permit does not convey any property rights of any sort, or any exclusive privilege. [District Rule 2520, 
9.8.41 Federally Enforceable Through Title V Permit 

16. (2300) The Permittee shall furnish to the District, within a reasonable time, any information that the District may 
request in writing to determine whether cause exists for modifying, revoking and reissuing, or terminating the permit 
or to determine compliance with the permit. Upon request, the permittee shall also furnish to the District copies of 
records required to be kept by the permit or, for information claimed to be confidential, the permittee may furnish such 
records directly to EPA along with a claim of confidentiality. [District Rule 2520,9.8.5] Federally Enforceable 
Through Title V Permit 

17. (2301) The permittee shall pay annual permit fees and other applicable fees as prescribed in Regulation I11 of the 
District Rules and Regulations. [District Rule 2520,9.9] Federally Enforceable Through Title V Permit 

18. (2302) Upon presentation of appropriate credentials, a permittee shall allow an authorized representative of the 
District to enter the permittee's premises where a permitted source is located or emissions related activity is conducted, 
or where records must be kept under condition of the permit. [District Rule 2520,9.13.2.1] Federally Enforceable 
Through Title V Permit 

19. (2303) Upon presentation of appropriate credentials, a permittee shall allow an authorized representative of the 
bistrict to have access to and copy, at reasonable times, any records that must be kept under the conditions of the 
permit. [District Rule 2520,9.13.2.2] Federally Enforceable Through Title V Permit 

20. (2304) Upon presentation of appropriate credentials, a permittee shall allow an authorized representative of the 
District to inspect at reasonable times any facilities, equipment, practices, or operations regulated or required under the 
permit. [District Rule 2520,9.13.2.3] Federally Enforceable Through Title V Permit 

2 1. (2305) Upon presentation of appropriate credentials, a permittee shall allow an authorized representative of the 
District to sample or monitor, at reasonable times, substances or parameters for the purpose of assuring compliance 
with the permit or applicable requirements. [District Rule 2520,9.13.2.4] Federally Enforceable Through Title V 
Permit 

22. No air contaminants shall be discharged into the atmosphere for a period or periods aggregating more than 3 minutes 
in any one hour which is as dark or darker than Rjngelmann #1 or equivalent to 20% opacity and greater, unless 
specifically exempted by District Rule 4101 (211 equipment or operation is subject to a more stringent 
visible emission standard as prescribed in a the more stringent visible emission limit shall supersede 
this condition. [District Rule 4 10 1 ] Title V Permit 

FACl UE ON NU(T PAGE 
These terms an ty-wide Permit to Operate. 

Facil~ty Name E 8 J GALL0 WINERY 
Location 18000 W RIVER RD,LIVINGSTON. CA 95334 
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Facility-wide Requirements for N-1237-0-2 (continued) Page 3 of 4 

No person shall manufacture, blend, repackage, supply, sell, solicit or apply any architectural coating with a VOC 
content in excess of the corresponding limit specified in the Table of Standards of District Rule 4601 (1211 7/09) for 
use or sale within the District. [District Rule 4601, 5.11 Federally Enforceable Through Title V Permit 

All VOC-containing materials for architectural coatings subject to Rule 4601 (12117109) shall be stored in closed 
containers when not in use. [District Rule 4601, 5.41 Federally Enforceable Through Title V Permit 

The permittee shall comply with all the Labeling and Test Methods requirements outlined in Rule 4601 sections 6.1 
and 6.3 (1211 7/09). [District Rule 4601,6.1 and 6.31 Federally Enforceable Through Title V Permit 

(23 10) With each report or document submitted under a permit requirement or a request for information by the 
District or EPA, the permittee shall include a certification of truth, accuracy, and completeness by a responsible 
official. [District Rule 2520,9.13.1 and 10.01 Federally Enforceable Through Title V Permit 

(23 11) If the permittee performs maintenance on, or services, repairs, or disposes of appliances, the permittee shall 
comply with the standards for Recycling and Emissions Reduction pursuant to 40 CFR 82, Subpart F. [40 CFR 82 
Subpart F] Federally Enforceable Through Title V Permit 

(23 12) If the permittee performs service on motor vehicles when this service involves the ozone-depleting refrigerant 
in the motor vehicle air conditioner (MVAC), the permittee shall comply with the standards for Servicing of Motor 
Vehicle Air Conditioners pursuant to all the applicable requirements as specified in 40 CFR 82, Subpart B. [40 CFR 
82, Subpart B] Federally Enforceable Through Title V Permit 

Disturbances of soil related to any construction, demolition, excavation, extraction, or other earthmoving activities 
shall comply with the requirements for fugitive dust control in District Rule 8021 unless specifically exempted under 
Section 4.0 of Rule 802 1 (8119104) or Rule 801 1 (8119104). [District Rule 802 1 and 80 1 11 Federally Enforceable 
Through Title V Permit 

Outdoor handling, storage and transport of any bulk material which emits dust shall comply with the requirements of 
District Rule 803 1, unless specifically exempted under Section 4.0 of Rule 803 1 (811 9104) or Rule 80 1 1 (81 19/04). 
[District Rule 803 1 and 801 11 Federally Enforceable Through Title V Permit 

An ownerloperator shall prevent or cleanup any canyout or trackout in accordance with the requirements of District 
Rule 8041 Section 5.0, unless specifically exempted under Section 4.0 of Rule 8041 (8119104) or Rule 801 1 (811 9/04). 
[District Rule 8041 and 801 11 Federally Enforceable Through Title V Permit 

Whenever open areas are disturbed or vehicles are used in open areas, the facility shall comply with the requirements 
of Section 5.0 of District Rule 8051, unless specifically exempted under Section 4.0 of Rule 8051 (8119104) or Rule 
801 1 (8119104). [District Rule 8051 and 801 11 Federally Enforceable Through Title V Permit 

Any paved road or unpaved road shall comply with the requirements of District Rule 8061 unless specifically 
exempted under Section 4.0 of Rule 8061 (8119104) or Rule 801 1 (8119104). [District Rule 8061 and Rule 801 11 
Federally Enforceable Through Title V Permit 

Any unpaved vehiclelequipment area that anticipates more than 75 vehicle trips per day shall comply with the 
requirements of Section 5.1.1 of District Rule 8071. Any unpaved vehiclelequipment area that anticipates more than 
100 vehicle trips per day shall comply with the requirements of Section 5.1.2 of District Rule 8071. All sources shall 
comply with the requirements of Section 5.0 of District Rule 8071 unless specifically exempted under Section 4.0 of 
Rule 8071 (9116104) or Rule 801 1 (8119104). [District Rule 8071 and Rule 801 11 Federally Enforceable Through Title 
V Permit 

(23 19) Any owner or operator of a demolit-ion or renovation activity, as defined in 40 CFR 61.141, shall comply with 
the applicable inspection, notification, removal, and disposal procedures for asbestos containing materials as specified 
in 40 CFR 61.145 (Standard for Demolition and Renovation). [40 CFR 61 Subpart MI Federally Enforceable Through 
Title V Permit 
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Facility-wide Requirements for N-1237-0-2 (continued) Page 4 of 4 

36. (2320) The permittee shall submit certifications of compliance with the terms and standards contained in Title V 
permits, including emission limits, standards and work practices, to the Distiict and the EPA annually (or more 
frequently as specified in an applicable requirement or as specified by the District). The certification shall include the 
identification of each permit term or condition, the compliance status, whether compliance was continuous or 
intermittent, the methods used for determining the compliance status, and any other facts required by the District to 
determine the compliance status of the source. [District Rule 2520,9.16] Federally Enforceable Through Title V 
Permit 

37. (232 1 ) The permittee shall submit an application for Title V permit renewal to the District at least six months, but not 
greater than 18 months, prior to the permit expiration date. [District Rule 2520, 5.21 Federally Enforceable Through 
Title V Permit 

38. (2322) When a term is not defined in a Title V permit condition, the definition in the rule cited as the origin and 
authority for the condition in a Title V permits shall apply. [District Rule 2520,9.1.1] Federally Enforceable Through 
Title V Permit 

39. (2323) Compliance with permit conditions in the Title V permit shall be deemed in compliance with the following 
outdated SIP requirements: Rule 401 (Madera, Fresno, Kern, Kings, San Joaquin, Stanislaus, Tulare and Merced), Rule 
110 (Fresno, Stanislaus, San Joaquin), Rule 109 (Merced), Rule 113 (M-adera), and Rule 11 1 (Kern, Tulare, Kings). A 
permit shield is granted from these requirements. [District Rule 2520, 13.21 Federally Enforceable Through Title V 
Permit 

40. Compliance with permit conditions in the Title V permit shall be deemed in compliance with the following applicable 
requirements: S W A P C D  Rules 1 100, sections 6.1 and 7.0 (1211 7192); 201 0, sections 3.0 and 4.0 (1 211 7/92); 203 1 
(12117192); 2040 (12117192); 2070, section 7.0 (12117192); 2080 (12117192); and 4601, sections 5.1,5.2,5.3,5.8 and 
8.0 (12117109). A permit shield is granted from these requirements. [District Rule 2520, 13.21 Federally Enforceable 
Through Title V Permit 

4 1. No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

42. Facility shall comply with all applicable requirements regarding preparation and implementation of a risk management 
plan by August 3 1, 1999 and shall abide by all applicable sections of 40 CFR Part 68. [40 CFR 681 Federally 
Enforceable Through Title V Permit 

43. A Three-Year Compliance Plan that demonstrates compliance with the requirements of Section 5.1 of District Rule 
4694 (12115105) for each year of the applicable compliance period shall be submitted to the District by no later than 
December 1,2006, and every three years thereafter on or before December 1. [District Rule 4694,6.1] 

44. A Three-Year Compliance Plan Verification that demonstrates that the Three-Year Compliance Plan elements are in 
effect shall be submitted to the District by no later than July 1,2007, and every three years thereafter on or before July 
1. [District Rule 4694, 6.21 

45. An Annual Compliance Plan Demonstration that shows compliance with the applicable requirements of this rule shall 
be submitted to the District by no later than February 1,2008, and every year thereafter on or before February 1. 
[District Rule 4694,6.3] 

46. Operators using CER to mitigate fermentation emissions shall perform all monitoring and recordkeeping, as 
established in their approved Three-Year Compliance Plan, and shall maintain all records necessary to demonstrate 
compliance. [District Rule 46941 

47. The reporting periods for the Report of Required Monitoring and the Compliance Certification Report begin July 1 of 
every year, unless alternative dates are approved by the District Compliance Division. These reports are due within 
30 days after the end of the reporting period. [District Rule 25201 Federally Enforceable Through Title V Permit 

These terms and Facility-wide Permit to Operate. 
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San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-1-2 EXPlR 2005 

EQUIPMENT DESCRIPTION: 
TWO BULK STORAGE TANKS, PNEUMATIC CONVEYING SYSTEM WITH FABRIC COLLECT 
COLLECTOR) 

PERMIT UNIT REQUIREMENTS 
All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize 
emissions of air contaminants i-nto the atmosphere. [District NSR Rule] Federally Enforceable Through Title V Permit 

After each loading, the fabric collector cleaning system shall be cycled. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

Dust collection system shall be completely inspected annually for evidence of particulate matter breakthrough and 
repaired as needed. [District Rule 2520,9.3.2] Federally Enforceable Through Title V Permit 

Dust collector filters shall be thoroughly inspected annually for tears, scuffs, abrasions, holes, or any evidence of 
particulate maner bre&-hrough and shall be replaced as needed. [District Rule 2520,9.3.2] Federally Enforceable 
Through Title V Permit 

Records of dust collector maintenance, inspections, and repair shall be maintained. These records shall include 
identification of the equipment, date of inspection, any c-orrective action taken, and identification of the personnel 
performing the inspection. [District Rule 2520,9.4.2] Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed the hourly rate as calculated in District Rule 4202 using the equation 
E=3.59-Q"O.62 if P is less &an or equal to 30 tons per hour, or E=17.37xPA0.16 if P is greater than 30 tons per hour 
(amended December 17, 1992). [District Rule 42021 Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed 0.1 grldscf. [District Rule 42011 Federally Enforceable Through Title V 
Pewit 

Visible emissions shall be inspected annually during operation. If visible emissions are observed, corrective action 
shall be taken to eliminate visible emissions. If visible emissions cannot be corrected within 24 hours, a visible 
emissions test using EPA Method 9 shall be conducted. [District Rule 2520, 9.3.21 Federally Enforceable Through 
Title V Permit 
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San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-3-6 EXPlR 2005 

EQUIPMENT DESCRIPTION: 
90 MMBTUJHR NATURAL GAS-FIRED NEBRASKA MODEL NS-E63 BOILER WITH A TODD C - 
SV545FGX LOW NOX BURNER AND FLUE GAS RECIRCULATION (FGR) SYSTEM 

PERMIT UNIT REQUIREMENTS 
All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize 
emissions of air contaminants into the atmosphere. [District NSR Rule] Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed 0.1 graiddscf at operating conditions, nor 0.1 graiddscf calculated to 
12% C02, nor 10 lbhr. [District Rules 4201 and 4301, 5.1 and 5.2.31 Federally Enforceable Through Title V Permit 

The unit shall only be fired on PUC-regulated natural gas. [District NSR Rule] Federally Enforceable Through Title V 
Permit 

A non-resettable, totalizing mass or volumetric fuel flow meter to measure the amount of natural gas combusted in the 
unit shall be installed, utilized and maintained. [District NSR Rule and District Rules 4305, 5.4.4 and 4306, 5.4.41 
Federally Enforceable Through Title V Permit 

Maximum annual heat input of the unit shall not exceed 30 billion Btu per calendar year. [District NSR Rule and 
District Rules 4305,5.2 and 4306,5.1] Federally Enforceable Through Title V Permit 

Emissions rates from the natural gas-fired unit shall not exceed any of the following limits: 30 ppmv NOx @ 3% 0 2  or 
0.036 Ib-NOx/MMBtu, 0.00285 lb-SOx/MMBtu, 0.005 Ib-PMlO/MMBtu, 200 ppmv CO @ 3% 0 2  or 0.148 Ib- 
COIMMBtu, or 0.0028 Ib-VOCIMMBtu. [District NSR Rule and District Rules 4305,5.1 and 4306, 5. I] Federally 
Enforceable Through Title V Permit 

All emissions measurements shall be made with the unit operating either at conditions representative of normal 
operations or conditions specified in the Permit to Operate. No determination of compliance shall be established 
within two hours after a continuous period in which fuel flow to the unit is shut off for 30 minutes or longer, or within 
30 minutes after a re-ignition as defined in Section 3.0 of District Rule 4306. [District Rules 4305, 5.5.2 and 4306, 
5.5.21 Federally Enforceable Through Title V Permit 

Source testing to measure natural gas-combustibn NOx and CO emissions from this unit shall be conducted at least 
once every twelve (12) months. After demonstrating compliance on two (2) consecutive annual source tests, the unit 
shall be tested not less than once every thirty-six (36) months. If the result of the 36-month source test demonstrates 
that the unit does not meet the applicable emission limits, the source testing frequency shall revert to at least once 
every twelve (12) months. [District Rule 4306,6.3.1] Federally Enforceable Through Title V Permit 

The source test plan shall identi5 which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District 
Rules 4305, 5.5.1 and 4306, 5.5.11 Federally Enforceable Through Title V Permit 

Source testing shall be conducted using the methods and procedures approved by the District. The District must be 
notified at least 30 days prior to any compliance source test, and a source test plan must be submitted for approval at 
least 15 days prior to testing. [District Rule 10811 Federally Enforceable Through Title V Permit 
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Permit Unit Requirements for N-1237-3-6 (continued) Page 2 of 3 

1 1. NOx emissions for source test purposes shall be determined using EPA Method 7E or A m  Method 100 on a ppmv 
basis, or EPA Method 19 on a heat input basis. [District Rules 4305,6.2 and 4306,6.2] Federally Enforceable Through 
Title V Permit 

12. CO emissions for source test purposes shall be determined using EPA Method 10 or EPA Method 100. [District Rules 
4305, 6.2 and 4306, 6.21 Federally Enforceable Through Title V Permit 

13. Stack gas oxygen (02) shall be determined using EPA Method 3 or 3A or ARB Method 100. [District Rules 4305,6.2 
and 4306, 6.21 Federally Enforceable Through Title V Permit 

14. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of 
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit. 
[District Rules 4305, 5.5.5 and 4306,5.5.5] Federally Enforceable Through Title V Permit 

15. The results of each source test shall be submitted to the District within 60 days thereafter. [District Rule 10811 
Federally Enforceable Through Title V Permit 

16. During the 36-month source testing interval, the ownerloperator shall have unit tuned at least twice each calendar year, 
from four to eight months apart, in which it operates, by a technician that is qualified, to the satisfaction of the APCO, 
in accordance with the procedure described in Rule 4304 (Equipment Tuning Procedure for Boilers, Steam Generators, 
and Process Heaters). [District Rules 4305, 6.3.1 and 4306, 6.3.11 Federally Enforceable Through Title V Permit 

17. If the unit does not operate throughout a continuous six-month period within a calendar year, only one tune-up is 
required for that calendar year. No tune-up is required for any unit that is not operated during that calendar year; this 
unit may be test fired to verify availability of the unit for its intended use, but once the test firing is completed the unit 
shall be shutdown. [District Rules 4305, 6.3.1 and 4306,6.3.1] Federally Enforceable Through Title V Permit 

18. The flue gas recirculation valve(s) setting shall be monitored at least on a weekly basis. Monitoring shall not be 
required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring. Monitoring shall 
be performed within 5 days of restarting the unit unless monitoring has been performed within the last week. Records 
must be maintained of the dates of non-operation to validate extended monitoring frequencies. [District Rules 4305, 
5.4.2 and 4306, 5.4.21 Federally Enforceable Through Title V Perm-it 

19. The flue gas recirculation valve(s) setting shall not be less than 11.5% at firing rates less than 30%. The flue gas 
recirculation valve(s) setting shall not be less than 81.8% at firing rates greater than 30% and less than 60%. The flue 
gas recirculation valve(s) setting shall not be less than 100% at e i n g  rates greater than 60%. [District Rules 4305, 
5.4.2 and 4306, 5.4.21 Federally Enforceable Through Title V Permit 

20. Normal range or level for the flue gas recirculation valve(s) settings shall be re-established during each source test 
required by this permit. [District Rules 4305,5.4.2 and 4306, 5.4.21 Federally Enforceable Through Title V Permit 

If the flue gas recirculation valve(s) setting is less than the normal rangellevel, the permittee shall return the flue gas 
recirculation valve(s) setting to the normal rangellevel as soon as possible, but no longer than 1 hour of operation after 
detection. If the flue gas recirculation valve(s) setting is not returned to the normal rangellevel within 1 hour of 
operation after detection, the permittee shall notify the District within the following 1 hour, and conduct a source test 
within 60 days of the first exceedance, to demonstrate compliance with the applicable emission limits at the new flue 
gas recirculation valve(s) setting. A District-approved portable analyzer may be used in lieu of a source test to 
demonstrate compliance. In lieu of conducting a source test, the permittee may stipulate a violation has occurred, 
subject to enforcement action. The permittee must then correct the violation, show compliance has been re- 
established, and resume monitoring procedures. If the deviations are the result of a qualifying breakdown condition 
pursuant to Rule 1100, the permittee may fully comply with Rule 1 100 in lieu of the performing the notification and 
testing required by this condition. [District Rules 4305,5.4.2 and 4306,5.4.2] Federally Enforceable Through Title V 
Permit 

22. The permittee shall maintain records of the date and time of flue gas recirculation valve(s) settings, the observed 
setting, and the firing rate at the time of the flue gas recirculation valve(s) setting measurements. The records must 
also include a description of any corrective action taken to maintain the flue gas recirculation valve(s) setting within 
the acceptable range. [District Rules 4305, 4306,5.4.2 and 6.1.31 Federally Enforceable Through 
Title V Permit 
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Permit Unit Requirements for N-1237-3-6 (continued) Page 3 of 3 

23. Records of tune-ups of the unit shall be maintained. [District Rules 4305,6.1.4 and 4306,6.1.3] Federally Enforceable 
Through Title V Permit 

24. Records of monthly and annual heat input of the unit shall be maintained. [Distiict NSR Rule and District Rule 4306, 
6.1.21 Federally Enforceable Through Title V Permit 

25. Operator shall provide that fuel hhv be certified by third party fuel supplier or determined annually by: ASTM D 
1826-88 or D 1945-81 in conjunction with ASTM D 3588-89 for gaseous fuels. [District Rule 2520,9.3.2; 4305, 6.2.1 
and 4306,6.2.1] Federally Enforceable Through Title V Permit 

26. Operator shall maintain copies of fuel invoices and supplier certifications. [District Rule 2520,9.4.2] Federally 
Enforceable Through Title V Petinit 

27. All records shall be maintained and retained on-site for a minimum of five (5) years, and shall be made available for 
District inspection upon request. [District NSR Rule and District Rules 4305,6.1, and 4306,6.1] Federally Enforceable 
Through Title V Permit 

28. Compliance with permit conditions in the Title V permit shall be deemed compliance with the following subsumed 
requirements: County Rule 407 (Merced County) and SJVUAPCD Rule 4801. A permit shield is granted from these 
requirements. [District Rule 2520, 13.21 Federally Enforceable Through Title V Permit 

29. Compliance with permit conditions in the Title V permit shall be deemed compliance with the following requirements: 
SJVUAPCD Rules 1081,4201 and 4301. A permit shield is granted for these requirements. [District Rule 2520, 13.21 
Federally Enforceable Through Title V Permit 

30. The requirements of 40 CFR 72.6(b) and 40 CFR 60.40~ do not apply to this source. A permit shield is granted from 
this requirement. [District Rule 2520, 13.21 Federally Enforceable Through Title V Permit 
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San Joaquin Valley 
Air Poll~ltion Control District 

PERMIT UNIT: N-1237-4-9 EXPl 

EQUIPMENT DESCRIPTION: 
150 MMBTUIHR MURRAY MODEL MSF5-99 NATURAL GAS-FIRED BOILER WITH A TODD C 
SV750FGX LOW NOX BURNER, FLUE GAS RECIRCULATION AND A CRI COMPANY S E L E C T ~ ~ E  CATALYTIC 
REDUC'TION (SCR) SYSTEM 

PERMIT UNlT REQUIREMENTS 
1. All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize 

emissions of air contaminants into the atmosphere. [District NSR Rule] Federally Enforceable Through Title V Permit 

2. Particulate matter emissions shall not exceed 0.1 graiddscf at operating conditions, nor 0.1 grainldscf calculated to 
12% C02, nor 10 Ibhr. [District Rules 4201 and 4301,5.1 and 5.2.31 Federally Enforceable Through Title V Permit 

3. The unit shall only be fired on PUC-regulated natural gas. [District NSR Rule] Federally Enforceable Through Title V 
Permit 

4. Except during start-up and shutdown, emissions from the exhaust of the SCR system serving this boiler shall not 
exceed any of the following limits: 9 ppmvd NOx @ 3% 0 2  or 0.01 1 Ib-NOflMBtu; 0.00285 Ib-SOx/MMBtu; 0.005 
Ib-PMlOMMBtu; 200 ppmvd CO @ 3% 0 2  or 0.148 Ib-COMMBtu; or 0.0028 Ib-VOCIMMBtu. [District NSR Rule 
and District Rules 4305,5.1 and 4306, 5.11 Federally Enforceable Through Title V Permit 

5. During start-up and shutdown, emissions from the exhaust of the SCR system serving this boiler shall not exceed any 
of the following limits: 1.65 Ib-NOx/hr; 0.00285 Ib-SOflMBtu; 0.005 lb-PMlO/MMBtu; 22.2 Ib-COhr; or 0.0028 
Ib-VOCMMBtu. [District NSR Rule and District Rules 4305 and 43061 Federally Enforceable Through Title V Permit 

6. The total duration of start-up time shall not exceed 9.0 hours per day. [District NSR Rule and District Rules 4305, 
5.5.6 and 4306, 5.3.31 Federally Enforceable Through Title V Permit 

7. The total duration of startup time shall not exceed 6.0 hours per occurrence. [District NSR Rule and District Rules 
4305, 5.5.6 and 4306,5.3.3] Federally Enforceable Through Title V Permit 

8. The total duration of shutdown time shall not exceed 6.0 hours per day. [District NSR Rule and District Rules 4305, 
5.5.6 and 4306, 5.3.31 Federally Enforceable Through Title V Permit 

9. The total duration of shutdown time shall not exceed 3.0 hours per occurrence. [District NSR Rule and District Rules 
4305, 5.5.6 and 4306, 5.3.31 Federally Enforceable Through Title V Permit 

10. The emission control system shall be in operation and emissions shall be minimized insofar as technologically feasible 
during startup and shutdown. [District Rules 4305 and 43061 Federally Enforceable Through Title V Permit 

11. The ammonia (NH3) emissions shall not exceed 10 ppmvd @ 3% 0 2  over a 15 minute averaging period. [District Rule 
4 1 021 

12. Source testing to measure NOx and CO emissions from this unit while fired on natural gas shall be conducted at least 
once every twelve (12) months. After demonstrating compliance on two (2) consecutive annual source tests, the unit 
shall be tested not less than once every thirty-six (36) months. If the result of the 36-month source test demonstrates 
that the unit does not meet the applicable emission limits, the sou_rce testing frequency shall revert to at least once 
every twelve (12) months. [District NSR Rule a 305,6.3.1 and 4306,6.3.1] Federally Enforceable 
Through Title V Permit 
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Permit Unit Requirements for N-1237-4-9 (continued) Page 2 of 4 

13. Source testing to measure NH3 emissions from this unit while fired on natural gas shall be conducted at least once 
every twelve (12) months. After demonstrating compliance on two (2) consecutive annual source tests, the unit shall 
be tested not less than once every thirty-six (36) months. If the result of the 36-month source test demonstrates that the 
unit does not meet the applicable emission limits, the source testing frequency shall revert to at least once every twelve 
(1 2) months. [District Rule 41021 

14. Source testing shall be conducted using the methods and procedures approved by the District. The District must be 
notified at least 30 days prior to any compliance source test, and a source test plan must be submitted for approval at 
least 15 days prior to testing. [District Rules 108 11 Federally Enforceable Through Title V Permit 

15. The source test plan shall identi@ which fuel the source test is going to be performed on and the basis (ppmv or 
IbNMBtu) that will be used to demonstrate compliance. [District Rules 4305, 5.5.1 and 4306, 5.5.11 Federally 
Enforceable Through Title V Permit 

16. All emissions measurements shall be made with the unit operating either at conditions representative of normal 
operations or conditions specified in the Permit to Operate. No determination of compliance shall be established 
within two hours after a continuous period in which fuel flow to the unit is shut off for 30 minutes or longer, or within 
30 minutes after a re-ignition as defined in Section 3.0 of District Rule 4306. [District Rules 4305, 5.5.2 and 4306, 
5.5.21 Federally Enforceable Through Title V Permit 

17. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of 
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit. 
[District Rules 4305, 5.5.5 and 4306, 5.5.51 Federally Enforceable Through Title V Permit 

18. NOx emissions for source test purposes shall be determined using EPA Method 7E or A-RB Method 100 on a ppmv 
basis, or EPA Method 19 on a heat input basis. [District Rules 4305,6.2 and 4306,6.2] Federally Enforceable Through 
Title V Permit 

19. CO emissions for source test purposes shall be determined using EPA Method 10 or ARB Method 100. [District Rules 
4305,6.2 and 4306,6.2] Federally Enforceable Through Title V Permit 

20. Stack gas oxygen (02) shall be determined using EPA Method 3 or 3A or ARB Method 100. [District Rules 4305, 6.2 
and 4306,6.2] Federally Enforceable Through Title V Permit 

2 1. Source testing for ammonia slip shall be conducted utilizing BAAQMD Method ST-IB. [District Rule 41021 

22. The results of each source test shall be submitted to the District within 60 days thereafter. [District Rule 108 I] 
Federally Enforceable Through Title V Permit 

23. The permittee shall monitor and record the stack concentration of NOx, CO and 0 2  at least once during each month in 
which source testing is not performed. NOx, CO and 0 2  monitoring shall be conducted utilizing a portable analyzer 
that meets District specifications. Monitoring shall not be required if the unit is not in operation, i.e. the unit need not 
be started solely to perform monitoring. Monitoring shall be performed within 5 days of restarting the unit unless it 
has been performed within the last month. [District Rules 4305, 5.4.2 and 4306,5.4.2] Federally Enforceable Through 
Title V Permit 

24. If the NOx or CO concentrations, as measured by the portable analyzer, exceed the permitted levels the permittee shall 
return the emissions to compliant levels as soon as possible, but no longer than 1 hour of operation after detection. If 
the portable analyzer continues to show emission limit violations after 1 hour of operation following detection, the 
permittee shall notify the District within the following 1 hour and conduct a certified source test within 60 days of the 
first exceedance. In lieu of conducting a source test, the permittee may stipulate a violation that is subject to 
enforcement action has occurred. The permittee must then correct the violation, show compliance has been re- 
established, and resume monitoring procedures. If the deviations are the result of a qualifying breakdown condition 
pursuant to Rule 1100, the permittee may fully comply with Rule 1100 in lieu of the performing the notification and 
testing required by this condition. [District Rules 4305, 5.4.2 and 4306, 5.4.21 Federally Enforceable Through Title V 
Permit 

PERMIT NTINUE ON NEXT PAGE 
These terms and Facility-wide Permit to Operate. 

Fac~llty Name E & J GALL0 WINERY 
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Permit Unit Requirements for N.1237-4.9 (continued) Page 3 of 4 

25. The permittee shall monitor and record the stack concentration of NH3 at least once during each month in which 
source testing is not performed. NH3 monitoring shall be conducted utilizing Draeger tubes or a District approved 
equivalent method. Monitoring shall not be required if the unit is not in operation, i.e. the unit need not be started 
solely to perform monitoring. Monitoring shall be performed within 5 days of restarting the unit unless it has been 
performed within the last month. [District Rule 41021 

26. If the NH3 concentrations, as measured by the portable analyzer or the District approved ammonia monitoring 
equipment, exceed the permitted levels the permittee shall return the emissions to compliant levels as soon as possible, 
but no longer than 1 hour of operation after detection. If the ammonia monitoring equipment continues to show 
emission limit violations after 1 hour of operation following detection, the permittee shall notifL the District within the 
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a 
source test, the permittee may stipulate a violation that is subject to enforcement action has occurred. The permittee 
must then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the 
deviations are the result of a qualifling breakdown condition pursuant to Rule 1 100, the permittee may fully comply 
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rule 41 021 

27. All NOx, CO and 0 2  emission readings shall be taken with the unit operating at conditions representative of normal 
operation or under the conditions specified in the Permit to Operate. The NOx, CO and 0 2  analyzer shall be 
calibrated, maintained, and operated in accordance with the manufacturer's specifications and recommendations or a 
protocol approved by the APCO. Analyzer readings taken shall be averaged over a 15 consecutive-minute period by 
either taking a cumulative 15 consecutive-minute sample reading or by taking at least five readings, evenly spaced out 
over the 15 consecutive-minute period. [District Rules 4305, 5.5.4 and 4306,5.5.4] Federally Enforceable Through 
Title V Permit 

28. Ammonia emission readings shall be conducted at the time the NOx, CO and 0 2  readings are taken. The readings 
shall be converted to ppmvd @ 3% 02. [District Rule 4 1021 

29. NH3 emission readings shall be taken with the unit operating at conditions representative of normal operation or under 
the conditions specified in the Permit to Operate. The NH3 emission monitoring equipment shall be calibrated, 
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol 
approved by the APCO. Analyzer readings taken shall be averaged over a 15 consecutive-minute period by either 
taking a cumulative 15 consecutive-minute sample reading or by taking at least five readings, evenly spaced out over 
the 15 consecutive-minute period. [District Rule 41 021 

30. The permittee shall maintain records of: (1) the date and time of NOx, CO, NH3 and 0 2  measurements, (2) the 0 2  
concentration in percent by volume and the measured NOx, CO and NH3 concentrations corrected to 3% 02, (3) make 
and model of the portable analyzer, (4) portable analyzer calibration records, (5) the method of determining the NH3 
emission concentration, and (6) a description of any corrective action taken to maintain the emissions at or below the 
acceptable levels. [District Rules 4305, 5.4.2 and 4306, 5.4.21 Federally Enforceable Through Title V Permit 

3 1. The permittee shall maintain records of: ( I )  the date and time of NH3 measurements, (2) the NH3 concentrations 
corrected to 3% 02, (3) the method of determining the NH3 emission concentration, (4) the make and model of the 
portable analyzer if used, (5) portable analyzer calibration records if used, and (6) a description of any corrective 
action taken to maintain the emissions at or below the acceptable levels. [District Rule 41021 

32. The permittee shall maintain daily records of start-up and shutdown durations and number of occurrences of each. 
[District NSR Rule and District Rules 4305,6.1.5 and 4306, 6.1.41 Federally Enforceable Through Title V Permit 

33. Operator shall provide that fuel hhv be certified by third party fuel supplier or determined annually by ASTM D 1826 
or D 1945 in conjunction with ASTM D 3588 for gaseous fuels. [District Rules 2520,9.3.2,4305,6.2.1 and 4306, 
6.2.11 Federally Enforceable Through Title V Permit 

34. Operator shall maintain copies of fuel invoices and supplier certifications. [District Rule 2520,9.3.2] Federally 
Enforceable Through Title V Permit 

35. All records shall be maintained and retained on-site for a minimum of five (5) years, and shall be made available for 
District inspection upon request. [District Rules 4306,6.1] Federally Enforceable Through Title V 
Permit 

PERMIT INUE ON NEXT PAGE 
These terms and acility-wide Permit to Operate. 
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Permit Unit Requirements for N-12374-9 (continued) Page 4 of 4 

36. In order to ensure compliance with the requirements of 40 CFR 64, Compliance Assurance Monitoring (CAM), 
Authority to Construct (ATC) N-1237~4-13 shall be fully implemented within six months of the date of the finalized 
Title V permit renewal for this facility. [District Rule 2520,9.4.2 and 40 CFR 641 Federally Enforceable Through Title 
V Permit 

37. Compliance with permit conditions in the Title V permit shall be deemed compliance with the following subsumed 
requirements: County Rule 407 (Merced County) and SJVUAPCD Rule 4801. A permit shield is granted fiom these 
requirements. [District Rule 2520, 13.21 Federally Enforceable Through Title V Permit 

38. Compliance with permit conditions in the Title V permit shall be deemed compliance with the following requirements: 
SJVUAPCD Rules 108 1,420 1 and 430 1 .  A permit shield is granted for these requirements. [District Rule 2520, 13.21 
Federally Enforceable Through Title V Permit 

39. The requirements of 40 CFR 60, subpart Db do not apply to this source. A permit shield is granted for this 
requirement. [District Rule '520, 13.21 Federally Enforceable Through Title V Permit 

Facil~ty Name E 8 J GALLO WINERY 
Locat~on 18000 W RNER RD.LNINGSTON. CA 95334 \u 1 \ \ \ 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-5-2 

EQLIIPMENT DESCRIPTION: 
JACOBSON HAMMER MILL MODEL P-42226,250 HP 

PERMIT UNIT REQUIREMENTS 
All equipment shall be maintained in good operating condition and shall be operated in a manner to minimize 
emissions of air contaminants into the atmosphere. [District NSR Rule] Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed the hourly rate calculated in District Rule 4202 using equation 
E=3.59xPA0.62 if P is less than or equal to 30 tons per hour, or E=17.37xP"0.16 if P is greater than 30 tons per hour 
(amended December 17, 1992). [District Rule 42021 Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed 0.1 grldscf. [District Rule 42011 Federally Enforceable Through Title V 
Permit 

Visible emissions shall be inspected annually during operation. If visible emissions are observed, corrective action 
shall be taken to eliminate visible emissions. If visible emissions cannot be corrected within 24 hours, a visible 
emissions test using EPA Method 9 shall be conducted. [District Rule 2520, 9.3.21 Federally Enforceable Through 
Title V Permit 

Dust collection system shall be completely inspected annually for evidence of particulate matter breakthrough and 
repaired as needed. [District Rule 2520,9.3.2] Federally Enforceable Through Title V Permit 

Dust collector filters shall be thoroughly inspected annually for tears, scuffs, abrasions, holes, or any evidence of 
particulate matter breakthrough and shall be replaced as needed. [District Rule 2520,9.3.2] Federally Enforceable 
Through Title V Permit 

Records of dust collector, maintenance, inspections, and repair shall be maintained. These records shall include 
identification of the equipment, date of inspection, any corrective action taken, and identification of the personnel 
performing the inspection. [District Rule 2520,9.4.2] Federally Enforceable Through Title V Permit 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
K1237-5-2 Nw 12 2010 0 : 2 M  - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-6-3 EXPl 

EQUIPMENT DESCRIPTION: 
DIATOMACEOUS EARTH (DE) PNEUMATIC RECEIVING OPERATION WITH AN 8,190 CUB1 
A DYNAMIC AIR BAGHOUSE (MODEL #MA-25). 

PERMIT UNIT REQUIREMENTS 
The baghouse shall be equipped with a pressure differential gauge to indicate the pressure drop across the bags. The 
gauge shall be maintained in good working condition at all times and shall be located in an easily accessible location. 
[District NSR Rule] Federally Enforceable Through Title V Permit 

Replacement bags numbering at least 10% of the total number of bags in the largest baghouse using each type of bag 
shall be maintained on the premises. [District NSR Rule] Federally ~nforceable'Through Title V Permit 

Material removed from dust collector(s) shall be disposed of in a manner preventing entrainment into the atmosphere. 
[District NSR Rule] Federally Enforceable Through Title V Permit 

The baghouse cleaning frequency and duration shall be adjusted to optimize the control efficiency. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

Ducting to the ba&ouse shall be properly maintained to prevent fugitive dust emissions. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

The PM 10 emission concentration shall not exceed 0.003 Ibs per ton of material received. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

The amount of material received shall not exceed 75 tons in any one day. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

Daily records of the amount of material received shall be maintained, retained on the premises for a minimum of five 
years, and shall be made available for District inspection upon request. [District Rule 1070 and 2520,9.4.2] Federally 
Enforceable Through Title V Permit 

Dust coilector filters shall be thoroughly inspected annually for any tears, scuffs, abrasions, holes, or any evidence of 
particulate matter breakthrough and shall be replaced as needed. [~istrict  Rule 2520,9.3.2] Federally Enforceable 
Through Title V Permit 

Records of dust collector maintenance, inspections, and repair shall be maintained. These records shall include 
identification of the equipment, date of inspection, corrective action taken, and identification of the individual 
performing the inspection. [District Rule 2520,9.3.2] Federally Enforceable Through Title V Permit 

Particulate matter emissions shall not exceed the hourly rate as calculated in District Rule 4202 using the equation 
E-3.59xP3.62 if P is less than or equal to 30 tons per hour, or E=l7.37xP3.16 if P is greater than 30 tons per hour 
(amended December 17, 1992). [District Rule 42021 Federally Enforceable Through Title V Permit 

Pqrticulate matter emissions shall not exceed 0.1 grldscf. [District Rule 42011 Federally Enforceable Through Title V 
Permit 

Faclllty Name' E & J WL_CO_WINERY 
Locatton 18000 W RIVER RD,LNINGSTON. CA 95334 
N-123785 N w  12 2010 9 20AM - BROWN0 

Operate. 



Permit Unit Requirements for N-1237-6=3 (continued) Page 2 of 2 

13. Visible emissions shall be inspected annually during operation. If visible emissions are observed, corrective action 
shall be taken to eliminate visible emissions. If visible emissions cwnot be corrected withi-n 24 hours, a visible 
emissions test using EPA Method 9 shall be conducted. [District Rule 2520,9.3.2] Federally Enforceable Through 
Title V Permit 

14. There shall be no visible emissions from the baghouse. [District NSR Rule] Federally Enforceable Through Title V 
Permit 

These terms and \\)wF Facility-wide Permit to Operate. 
Facll~ty Name E & J GALL0 WINERY 
Locat~on 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-123763 Nov 122010 8 20AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-7-2 EXPlR 2005 

EQUIPMENT DESCRIPTION: 
ABRASIVE BLASTING OPERATION WITH A 100 LB CLEMCO BLASTING POT 

PERMIT UNIT REQUIREMENTS 
All abrasive blasting shall be conducted within a permanent building unless steel or iron shot/grit is used exclusively, 
the item to be blasted exceeds 8 feet in any dimension, or the surface being blasted is situated at its permanent location 
or no further away from its permanent location than is necessary to allow the surface to be blasted. [92500 CCR] 

Abrasive blasting operations conducted outside a permanent building which do not use steel or iron shot/grit 
exclusively shall use: wet abrasive blasting, hydroblasting, vacuum blasting, or abrasives certified by CARB for 
permissible dry outdoor blasting. [92500 CCR] 

Abrasive blasting operations conducted outside a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 2 or equivalent to 40% opacity. [92200 CCR] 

Abrasive blasting operations conducted within a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 1 or equivalent to 20% opacity. [92200 CCR] 

A used certified abrasive shall not be considered certified for reuse unless the abrasive conforms to its original cut- 
point fineness. [92530 CCR] 

All abrasive blasting shall be conducted in accordance with California Code of Regulations Title 17, Subchapter 6, 
Sections 92000 through 92540. [CCR] 

These terms and 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-7-2 Nov 12 20-0 0:20AM - B R M D  

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-8-2 EXPl 2005 

EQUIPMENT DESCRIPTION: 
ABRASIVE BLASTING OPERATION WITH AN 800 LB SARACCO BLASTING POT 

PERMIT UNIT REQUIREMENTS 
- - - . . - - - - - - - - -- 

I .  All abrasive blasting shall be conducted within a permanent building unless steel or iron shot/gTit is used exclusively, 
the item to be blasted exceeds 8 feet in any dimension, or the surface being blasted is situated at its permanent location 
or no further away from its permanent location than is necessary to allow the surface to be blasted. [92500 CCR] 

2. Abrasive blasting operations conducted outside a permanent building which do not use steel or iron shot/grit 
exclusively shall use: wet abrasive blasting, hydroblasting, vacuum blasting, or abrasives certified by CARB for 
perm-issible dry outdoor blasting. [92500 CCR] 

3. Abrasive blasting operations conducted outside a permanent building shall not discharge air contaminants into the 
amosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 2 or equivalent to 40% opacity. [92200 CCR] 

4. Abrasive blasting operations conducted within a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 1 or equivalent to 20% opacity. [92200 CCR] 

5 .  A used certified abrasive shall not be considered certified for reuse unless the abrasive conforms to its original cut- 
point fineness. [92530 CCR] 

6 .  All abrasive blasting shall be conducted in accordance with California Code of Regulations Title 17, Subchapter 6, 
Sections 92000 through 92540. [CCR] 

These terms and con lily-wide Permit to Operate. 
Fac~l~ty Name. E & J GALLO WINERY 
Locatlon 18000 W RIVER RD,LIVINGSTON. CA 65334 
N-1237.52 Nw 12 2010 9 2OAM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-9-2 EXPl 2005 

EQUIPMENT DESCRIPTION: 
ABRASIVE BLASTING OPERATION WITH AN 800 LB CLEMCO (MODEL 2463) BLASTING PO 

PERMIT UNIT REQUIREMENTS 
1. All abrasive blasting shall be conducted within a permanent building unless steel or iron shotlgrit is used exclusively, 

the item to be blasted exceeds 8 feet in any dimension, or the surface being blasted is situated at its permanent location 
or no further away from its permanent location than is necessary to allow the surface to be blasted. [92500 CCR] 

2. Abrasive blasting operations conducted outside a permanent building which do not use steel or iron shotlgrit 
exclusively shall use: wet abrasive blasting, hydroblasting, vacuum blasting, or abrasives certified by CARB for 
permissible dry outdoor blasting. [92500 CCR] 

3.  Abrasive blasting operations conducted outside a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 2 or equivalent to 40% opacity. [92200 CCR] 

4. Abrasive blasting operations conducted within a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 1 or equivalent to 20% opacity. [92200 CCR] 

5 .  A used certified abrasive shall not be considered certified for reuse unless the abrasive conforms to its original cut- 
point fineness. [92530 CCR] 

6. All abrasive blasting shall be conducted in accordance with California Code of Regulations Title 17, Subchapter 6, 
Sections 92000 through 92540. [CCR] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-8-2 Nov 122010 9 20AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-10-2 EXPlR 2005 

EQUIPMENT DESCRIPTION: 
ABRASIVE BLASTING OPERATION WITH AN 800 LB SARACCO BLASTING POT 

PERMIT UNIT REQUIREMENTS 
1. All abrasive blasting shall be conducted within a permanent building unless steel or iron shotlgrit is used exclusively, 

the item to be blasted exceeds 8 feet in any dimension, or the surface being blasted is situated at its permanent location 
or no further away from its permanent location than is necessary to allow the surface to be blasted. [92500 CCR] 

2. Abrasive blasting operations conducted outside a permanent building which do not use steel or iron shot/grit 
exclusively shall use: wet abrasive blasting, hydroblasting, vacuum blasting, or abrasives certified by C A M  for 
permissible dry outdoor blasting. [92500 CCR] 

3. Abrasive blasting operations conducted outside a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 2 or equivalent to 40% opacity. [92200 CCR] 

4. Abrasive blasting operations conducted within a permanent building shall not discharge air contaminants into the 
atmosphere for a period or periods aggregating more than three minutes in any one hour which is as dark as or darker 
than Ringelmann 1 or equivalent to 2O%opacity. [92200 CCR] 

5. A used ceftified abrasive shall not be considered certified for reuse unless the abrasive conforms to its original cut- 
point fineness. [92530 CCR] 

6. All abrasive blasting shall be conducted in accordance with California Code of Regulations Title 17, Subchapter 6, 
Sections 92000 through 92540. [CCR] 

These terms and con lity-wide Permit to Operate. 
Factlity Name E 8 J GALLO WINERY 
Location 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-10.2 Nov 12 2010 8 20AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-12-2 EXPl 2005 

EQUIPMENT DESCRIPTION: 
OAK CHIP ROASTING OPERATION SERVED BY A WET SCRUBBER, A 3 MMBTUIHR LPG F 
AND AN INDIRECT FIRED ROASTING OVEN 

PERMIT UNIT REQUIREMENTS 
- 

1. The incinerator combustion chamber shall be preheated to and maintained at or above 1400 degrees F throughout the 
oak chip roasting process. [District NSR Rule] Federally Enforceable Through Title V Permit 

2. The incinerator shall be equipped with either: an interlock device which shuts down the oak chip roasting oven if the 
incinerator combustion chamber temperature drops below 1400 degrees F, or a continuous temperature monitoring and 
recording system. [District NSR Rule] Federally Enforceable Through Title V Permit 

3.  The amount of material processed (received, roasted and unloaded) shall not exceed 5.25 tons in any one day. [District 
NSR Rule] Federally Enforceable Through Title V Permit 

4. The PMIO emission concentration shall not exceed 0.076 pounds per ton of material processed. [District NSR Rule] 
Federally Enforceable Through Title V Permit 

5. The volatile organic compound (VOC) emission concentration shall not exceed 0.1 14 pounds per ton of material 
processed. [District NSR Rule] Federally Enforceable Through Title V Permit 

6. Daily records of the amount of material processed shall be maintained, retained on the premises for a minimum of five 
years, and made available for District inspection upon request. [District Rule 1070 and 2520, 9.4.21 Federally 
Enforceable Through Title V Permit 

7. The water flow rate into the scrubber shall not be less than 100 gallons per minute. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

8. Maximum air flow rate into the scrubber shall not be exceed 9,000 cfm. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

9. Scrubbers shall have operational differential pressure indicators. [District NSR Rule] Federally Enforceable Through 
Title V Permit 

10. Scrubber liquid supply (at inlet to scrubber) shall have an operational pressure indicator. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

1 1. Scrubber liquid supply (at inlet to scrubber) shall have an operational flow meter. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

12. Scrubber sprays andlor nozzles shall be maintained in optimum working condition. [District NSR Rule] Federally 
Enforceable Through Title V Permit 

13. Sampling facilities for source testing shall be provided in accordance with the provisions of Rule 1081 (amended 
December 16, 1993). [District Rule 108 11 Federally Enforceable Through Title V Permit 

14. Source testing shall be conducted using the methods an s approved by the District. The District must be 
notified 30 days prior to any compliance est plan must be submitted for approval 15 days 
prior to testing. [District Rule 108 11 Fed h Title V Permit 

PERMIT ON NEXT PAGE 
These terms and -wide Permit to Operate. 
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Permit Unit Requirements for N-1237-12-2 (continued) Page 2 of 2 

15. Source testing to measure concentrations of volatile organic compounds (as methane) shall be conducted using EPA 
methods 18 or 25B, or C A m  method 100. [District NSR Rule] Federally Enforceable Through Title V Permit 

16. The results of each source test shall be submjtted to the District within 60 days thereafter. [District Rule 108 11 
Federally Enforceable Through Title V Permit 

17. Particulate matter emissions shall not exceed the hourly rate calculated in District Rule 4202 usiiig equation 
E=3.59eA0.62 if P is less than or equal to 30 tons per hour, or E=17.37xP"0.16 if P is greater than 30 tons per hour 
(amended December 17, 1992). [District Rule 42021 Federally Enforceable Through Title V Permit 

18. Particulate matter emissions shall not exceed 0.1 grldscf. [District Rule 42011 Federally Enforceable Through Title V 
Permit 

19. Visible emissions shall be inspected monthly during operation. If visible emissions are observed, corrective action 
shall be taken to eliminate visible emissions. If visible emissions cannot be corrected within 24 hours, a visible 
emissions test using EPA Method 9 shall be conducted. [District Rule 2520,9.3.2] Federally Enforceable 'Through 
Title V Permit 

20. Scrubber water flow rate, air flow rate and operational pressure indicator shall be observed and recorded weekly during 
operation of this unit. [District Rule 2520,9.4.2] Federally Enforceable Through Title V Permit 

21. Records of scrubber water flow rate, air flow rate and operational pressure shall be maiiitained. The records shall 
include identification of the equipment, date of inspection, corrective action taken, and identification of the individual 
performing the inspection. [District Rule 2520,9.4.2] Federally Enforceable Through Title V Permit 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNW: N-1237-13-2 EXPl 2005 

EQUIPMENT DESCRIPTION: 
ONE 500 GALLON CONVAULT ABOVEGROUND GASOLINE STORAGE TANK SERVED BY P 
RECOVERY SYSTEM (G-70-116F) AND ONE (1) FUELING POINT WITH ONE (1) GASOLINE DISPENSING NOZZLE 

PERMIT UNIT REQUIREMENTS 
1. The storage container(s) shall be installed, maintained, and operated such that they are leak-free. [District Rule 4621, 

5.4.11 Federally Enforceable Through Title V Permit 

2. The Phase I vapor recovery system shall be installed and maintained in accordance with the manufacturer 
specifications and the ARB Executive Order specified in this permit, including applicable rules and regulations of the 
Division of Measurement Standards of the Department of Food and Agriculture, the Office of the State Fire Marshal of 
the Department of Forestiy and Fire Protection, the Division of Occupational Safety and Health of the Department of 
Industrial Relations, and the Division of Water Quality of the State Water Resources Control Board that have been 
made conditions of the certification. [District Rule 4621,5.2.1] Federally Enforceable Through Title V Permit 

3. The Phase I vapor recovery systems and gasoline dispensing equipment shall be maintained without leaks as 
determined in accordance with the test method specified in this permit. [District Rule 4621,5.1] Federally Enforceable 
Through Title V Permit 

4. A leak is defined as the dripping of VOC-containing liquid at a rate of more than three (3) drops per minute, or the 
detection of any gaseous or vapor emissions with a concentration of total organic compound greater than 10,000 ppmv, 
as methane, above background when measured in accordance with EPA Test Method 2 1. [District Rule 462 1,5.1 and 
3.19.21 Federally Enforceable Through Title V Permit 

5. The tank shall be equipped with a CARB certified pressure-vacuum relief valve set at 3.0 +I- 0.5 inches water column 
pressure and 8.0 +I- 2.0 inches water column vacuum. [District Rule 4621, 5.4.31 Federally Enforceable Through Title 
V Permit 

6. No gasoline delivery vessel shall be operated or be allowed to operate unless valid State of California decals are 
displayed on the cargo container, which attest to the vapor integi-ity of the container. [District Rule 4621, 5.7.21 
Federally Enforceable Through Title V Permit 

7. The permittee shall conduct periodic maintenance inspections based on the greatest monthly throughput of gasoline 
dispensed by the facility in the previous year as follows: A) less than 2,500 gallons - one day per month; B) 2,500 to 
less than 25,000 gallons - one day per week; or C) 25,000 gallons or greater - five days per week. All inspections shall 
be documented within the 0 & M Manual. [District Rule 4621,5.5] Federally Enforceable Through Title V Permit 

8. Periodic maintenance inspections of the Phase I vapor recovery system shall include, at a minimum, verification that 1) 
the fill caps and vapor caps are not missing, damaged, or loose; 2) the fill cap gasket and vapor cap gaskets are not 
missing or damaged; 3) the fill adapter and vapor adapter are securely attached to the risers; 4) where applicable, the 
spring-loaded submerged fill tube seals properly against the coaxial tubing; 5) the dry break (poppet-valve) is not 
missing or damaged; and 6) the submerged fill tube is not missing or damaged. [District Rule 4621,5.5] Federally 
Enforceable Through Title V Permit 

PERMIT UNI UE ON NEXT PAGE 
These terms and con lity-wide Permit to Operate. 
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Permit Unit Requirements for N-1237-13-2 (continued) Page 2 of 2 

9. The permittee shall conduct all periodic vapor recovery system performance tests specified in this permit, no more than 
30 days before or after the required compliance testing date, unless otherwise required under the applicable ARB 
Executive Order. [District Rule 462 1,5.4.5] Federally Enforceable Through Title V Permit 

10. The permittee shall perform and pass a Static Leak Test for Aboveground Tanks using ARB TP-201.3B or TP-206.3 at 
least once every 36 months. [District Rule 4621, 6.4.9 and 5.4.51 Federally Enforceable Through Title V Permit 

1 1. A person conducting testing of, or repairs to, a certified vapor recovery system shall be in compliance with District 
Rule 1 177 (Gasoline Dispensing Facility Tester Certification). [District Rule 4621,6.3.3] Federally Enforceable 
Through Title V Permit 

12. A person performing installation of, or maintenance on, a certified Phase I vapor recovery system shall be certified by 
the ICC for Vapor Recovery System Installation and Repair, or work under the direct and personal supervision of an 
individual physically present at the work site who is certified. The ICC certification shall be renewed every 24 
months. [District Rule 4621, 6.3.1 and 6.3.21 Federally Enforceable Through Title V Permit 

13. Proof of the ICC certification and all other certifications required by the Executive Order and installation and operation 
manual shall be made available onsite. [District Rule 4621, 6.3. I] Federally Enforceable Through Title V Permit 

14. The permittee shall notify the District at least 7 days prior to each performance test. The test results shall be submitted 
to the District no later than 30 days after the completion of each test. [District Rule 4621,6.2.3 and 6.2.41 Federally 
Enforceable Through Title V Permit 

15. The facility gasoline throughput shall not exceed either of the following limits: 107 gallons in any one day or 24,000 
gallons per calendar year. [District NSR Rule and District Rule 4622,4.1] Federally Enforceable Through Title V 
Permit 

16. Records of daily and annual gasoline throughput shall be maintained and retained on the premises as long as exempt 
status is claimed. These records shall be made available for District inspection upon request and allow the gasoline 
throughput for any 30-day period to be continuously determined. [District NSR Rule and District Rule 4622,6.1.1] 
Federally Enforceable Through Title V Permit 

17. (712) If the gasoline throughput exceeds either 10,000 gallons per any consecutive 30-day period or 24,000 gallons 
per calendar year, then the facility shall notify the District within 30 days. [District Rule 4622,6.1.2] Federally 
Enforceable Through Title V Permit 

18. All records required by this permit shall be retained on-site for a period of at least five years and shall be made 
available for District inspection upon request. [District Rule 1070 and 462 1,6.1.4] Federally Enforceable Through 
Title V Permit 

Facility Name: E B J GALLO WINERY 
TL terms Fkrrnit to operate. 
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San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-17-2 EXPlR 

EQUIPMENT DESCRIPTION: 
OAK WOOD CHIP TRANSFER SYSTEM SERVED BY AN ALANCO ENVIRONMENTAL MODE 

PERMIT UNIT REQUIREMENTS 
Particulate matter emissions shall not exceed 0.1 grainsldscf in concentration. [District Rule 42011 Federally 
Enforceable Through Title V Permit 

The baghouse shall be equipped with an operational pressure differential gauge to indicate the pressure drop across the 
bags. [District NSR Rule] Federally Enforceable Tbough Title V Permit 

Visible emissions from the baghouse serving the oak wood chip transfer system shall not equal or exceed 5% opacity 
for a period or periods aggregating more than three minutes in one hour. [bistrict NSR Rule] Federally Enforceable 
Through Title V Permit 

Material removed from baghouse shall be disposed of in a manner preventing entrainment into the atmosphere. 
[District NSR Rule] Federally Enforceable Through Title V Permit 

Replacement bags numbering at least 10% of the total number of bags in the baghouse using each type of bag shall be 
maintained on the premises. [District NSR Rule] Federally Enforceable Through Title V Permit 

The baghouse cleaning frequency and duration shall be adjusted to optimize the control efficiency. [District NSR Rule] 
Federally Enforceable Thrdugh Title V Permit 

All ducting from the dust collection hood to the baghouse shall be properly maintained to prevent fbgitive dust 
emissions. [District NSR Rule] Federally Enforceable Through Title V Permit 

PM10 emissions shall not exceed 0.2 pounds per ton of material processed. [District NSR Rule] Federally Enforceable 
Through Title V Permit 

The quantity of material processed by the oak wood chip transfer system shall not exceed 9 tons in any one day. 
[District NSR Rule] Federally Enforceable Through Title V Permit 

A record of the daily amount of material processed by the system shall be kept on the premises at all times and shall be 
made available for the District inspection upon request. [District NSR Rule] Federally Enforceable Through Title V 
Permit 

Visible emissions shall be inspected quarterly during operation. Ifvisible emissions are observed, corrective action 
shall be taken to eliminate visible emissions. If visible emissions cwnot be corrected within 24 hour, a visible 
emissions test using EPA Method 9 shall be conducted. [District Rule 2520,9.3.2] Federally Enforceable Through 
Title V Permit 

Dust collection system shall be completely inspected annually while in operation for evidence of particulate matter 
leaks and repaired as needed. [District Rule 2520,9.3.2] Federally Enforceable Through Title V Permit 

Dust col!ector filters shall be thoroughly inspected annually for tears, scuffs, abrasions, holes, or any evidence of 
particulate matter leaks and shall be replaced as needed. [District Rule 2520,9.3.2] Federally Enforceable Through 
~ i t l e  V Permit 

PERMIT UNI UE ON NEXT PAGE 
These terms and con lity-wide Permit to Operate. 
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Permit Unit Requirements for N-1237-17-2 (continued) Page 2 of 2 

14. Records of dust collector maintenance, inspections, and repair shall be maintained. The records shall include 
identification of the equipment, date of inspection, corrective action taken, and identification of the individual 
performing the inspection. [District Rule 2520,9.4.2] Federally Enforceable Through Title V Permit 

15. Particulate matter emissions shall not exceed the hourly rate as calculated in District Rule 4202 using the equation E = 
3.59PW.62 if P is less than or equal to 30 tons per hour, or E = 17.3 1PA0.16 if P is greater than 30 tons per hour. 
[District Rule 42021 Federally Enforceable Through Title V Permit 

16. All records shall be retained for a minimum of 5 years, and shall be made available for District inspection upon 
request. [District Rules 1070 and 2520,9.4.2] Federally Enforceable Through Title V Permit 

Faulty-wide Permit. to Operate. 
Facility Name: E J GALLO FNERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
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San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-18-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,556 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
Wlf  H PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10Yo of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
deteiinined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. District Rule 4694, 5.2.21 

When this.tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, ;he total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

All records shall be retained onsite for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These tenns and con lity-wide Permit to Operate. 
Factl~ty Name E & J GALL0 WINERY 
Location. 18000 W RIVER RD,LIVINGSTON, CA 95334 
K1237-1B.1 Nw 122010 920AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-19-1. EXPl 

EQUIPMENT DESCRIPTION: 
54,591 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10%.of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E B J GALL0 WINERY 
Location: 18000 W RNER RD,LIVINGSTON, CA 95334 
K1237-18-1 . Nov 12 2010 0.2t.W - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-20-1 EXPl 

EQUIPMENT DESCRIP'I'ION: 
54,562 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
I .  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored' wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-2&1' Nw 122010 0:Zl.W- BRCWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-21-1 

EQUIPMENT DESCRIPTION: 
54,535 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2. I ]  

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2. I ]  

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation eniissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These teiins and 
Fac~l~ty Name. E & J GALL0 WINERY 
Location 18000 W RNER RD,LIVINGSTON, CA 95334 
N-1237-21-1 Nov 12 2010 OIIAM - BROWND 
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San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-22-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,518 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas le& in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degr-ees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days afier completing 
fermenMtion, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine tr-ansferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall rec-ord, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate 
Fac~l~ty Name. E & J GALLO WINERY 
Locatlow 18000 W RIVER RD,LNINGSTON, CA 95334 
K1237-22-1 Nov 122010 921AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-23-1 

EQUIPMENT DESCRIPTION: 
54,588 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1 .  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10%-of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2. I ]  

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237.23-1' Nov 12 2010 8:21AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-24-1 EXPl 

EQUIPMENT DESCRIPTION: 
54.625 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I]  

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-24-1 : Nw 12 2010 021AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-25-1 

EQUIPMENT DESCRIP'I'ION: 
54,523 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

V 

W~TH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facilrty Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-25-1. Nw 12 2010 9.21AM- 0ROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-26-1 EXPl 

EQUIPMENT DESCRIPTION: 
54.61 1 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I]  

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-251 ' Nov 12 2010 0 21AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-27-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,514 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

1.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperahire of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facil~ty Name. E 8 J GALL0 WINERY 
Locatton. 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-27-1 Nov 122010 821AM - BROWND 

con lity-wide Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-28-1 

EQUIPMENT DESCRIPTION: 
54,521 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

7 

WITH PRESSLIR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1.  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237.28.1. Nov 122010 O:21AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-29-1 

EQUIPMENT DESCRIPTION: 
54,557 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND - 
WITH PRESSLIR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lily-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N.1237-28-1 Nw 122010 921AM - BROWN0 



San Joaquin Valley 
Air Pollution control District 

PERMIT UNIT: N.1237-30-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,497 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the mlvtimum allowable working pressure of the tank, operate in accordance with the 
m_anufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 

- determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3.  The teinperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this twk, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Faaltty Name E & J GALL0 WINERY 
Locat~on 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-30-1 Nw 12 2010 921ALI- BRDWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-31-1' 

EQUIPMENT DESCRIPTION: 
54,539 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1 .  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 1OKof the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2. I ]  

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RNER RD,LIVINGSTON, CA 85334 
N-1237-31-1 ' Nw 12 2010 S:21AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-32-1 

EQUIPMENT DESCRIPTION: 
54,557 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lily-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 85334 
N-1237-32-1. Nw 12 2010 8'21NA - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-33-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,580 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facll~ty Name E & J GALLO WINERY 
Locat~on 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-33-1 Nov 12 2010 921AM- EROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-34-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,552 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8. J GALL0 WINERY 
Location: 18000 W RNER RD,LIVINGSTON, CA 95334 
N-1237-34.1. Nw 12 2010 9 21AM - BRdMJD 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-35-1 

EQUIPMENT DESCRIPTION: 
54,519 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND - 
WITH PRESSLIR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2. I ]  

3 .  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD.LIVINGSTON. CA 95334 
N-1237.36-1 Nov 12 2010 0 21AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-36-1 EXPI 

EQUIPMENT DESCRIPTION: 
54,529 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSLIRENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall reinain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2. I ]  

3 .  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Perml to Operate. 
Fac111ty Name E 8 J GALL0 WINERY 
Locatton 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-36-1 N W  12 2070 SZZAM - BRCWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-37-1 

EQUIPMENT DESCRIPTION: 
54,579 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND - 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
---- -- - -- - -- -- pp 

-. - -. - - ---- - - -- - . - . --- - 
-- -- - -- -. - - . 
- - - -- - - 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vac-uum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees ~ahrenheit or 
1es.s was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the makimum temperature of the stored wine. [District Rule 4694, 6.4.21 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Fac~l~ty Name: E & J GALLO WINERY 
Locat~on 18000 W RIVER RD.LNINGSTON, CA 95334 
K1237-37.1 Nw 12 2010 022ALI - BROWN0 

con lity-wide Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-38-1 

EQUIPMENT DESCRIPTION: 
54,552 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.21 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

~ h e s e  terms and con Ilty-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
U1237-3kl: Nw 12 2010 S . W  - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237.39-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,538 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The infomation shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I ]  

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
requ-est. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facll~ty Name. E & J GALLO WINERY 
Locatlon 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-3s-1 Nw 12 2010 O W -  BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-40-1 EXPl 

EQUIPMENT DESCRIPTION: 
54.537 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON. CA 95334 
K123740.1: Nov 12 2010 0.- - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-41-1 

EQUIPMENT DESCRIPTION: 
54.560 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

Y WI'TH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facility Name: E & J GALL0 WINERY . 
Lwtion: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-113741-1: Nov 12 2010 9'22.M - BROWN0 

con lity-wide Permit Operate. 



San Joaqilin Valley 
Air Poll~ltion Control District 

PERMIT UNIT: N-1237-42-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,189 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
P R E ~ ~ U R E N A C U U M  VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, a~ld be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tiink shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
feimentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Fac~l~ty Name. E & J GALL0 WINERY 
Location 18000 W RIVER RD,LNINGSTON, CA 95334 
N-123742-1 NW 122070 V Z2AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-43-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,098 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON. CA 95334 
N-123743-1. Nw 12 2010 0 . 2 M  - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-44-1 

EQUIPMENT DESCRIPTION: 
54.035 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facility Name: E & J GALL0 WINERY . 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N.123744-1 Nov 11 1010 O M U -  BROWND 

B@$ility-wide cond 11 Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-45-1 

EQUIPMENT DESCRIP'I'ION: 
54,052 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD.LIVINGSTON, CA 95334 
N-12374%1 Nov 12 2010 9 M M  - B R W D  



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-46-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,072 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RIVER RD.LIVINGSTON, CA 95334 
&1237-4&1: N w  122010 8:- - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-47-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,132 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTA-TION AND ST 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lily-wide Permit to Operate. 
Facll~ty Name E & J GALL0 WINERY 
Location 18000 W RIVER RD,LIVINGSTON, CA 95334 
N.1237-47 1 NW 122010 0 PAM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-48-1 

EQUIPMENT DESCRIPTION: 
54,249 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURENACULIM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within lO%.of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored. wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON. CA 95334 
N-123748.1' Nov 122010 0 . W  - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-49-1 EXPl 

EQUIPMENT DESCRIP'I'ION: 
54,814 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10%of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RNER RD.LNINGSTON. CA 95334 
N-1237-481 : Nov 12 2010 B.Z?AM - BROWND 



Sari Joaquin Valley 
Air Pollution control District 

PERMIT UNIT: N-1237-50-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,788 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. %%en this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shal) be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gal Ions of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Faclllty Name E & J GALLO WINERY 
Locat~on 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-50-1 NW 12 2010 9 ZZAM- BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-51-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,824 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-51-1 Nw 122010 O PAM - B R W D  



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-52-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,780 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER R0,LIVINGSTON. CA 95334 
Kl237-52-1' Uw 122010 0 W -  BRCNVNO 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-53-1 

EQUIPMENT DESCRIPTION: 
54.790 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E & J GALLO WINERY . 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
K1237-53-1. Nov 12 2010 8.2?AJA - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-54-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,763 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

'The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. pistrict Rule 4694, 6.4.11 I 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RNER RD,LNINGSTON. CA 95334 
N.1237-541: Nov 12 2010 0'23AM - B R W D  



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-55-1 

EQUIPMENT DESCRIPTION: 
54,806 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days afier completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RNER RD.LNINGSTON, CA 05334 
ti-1237-55-1 . Nov 12 2010 0 . 2 W  -BRCWND 

AAdty  ~blity-wide Permit to Operate. 

V 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-56-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,815 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4. l ]  

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD.LNINGSTON. CA 95334 
hC1237-551. Nov 12 2010 B.23AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-57-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,784 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fern-ented in this tatlk, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facil~ty Name: E & J GALLO WINERY 
Location: 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-57-1 Nov 122010 0 23AM - BROWND 

con lity-wide Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-58-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,823 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND - 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3 .  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Facility Name: E & J GALL0 WINERY . 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
K1237-58-'1 : Nw 12 20'10 8 : M  - BROWND 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-59-1 

EQUIPMENT DESCRIPTION: 
54,790 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacu-um relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operati-ng pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation einissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available,for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Fac~l~ty Name. E & J GALL0 WINERY 
Locat~on 18000 W RIVER RD.LNINGSTON, CA 95334 
N-1237-58-1 Nov 12 2010 8 23AM - BRCNVNO 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-60-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,788 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSLIRWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1 .  When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tdnk is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facil~ty Name E & J GALJO WINERY 
Locat~on 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-12374&1 Nov 122010 923AM- B R W D  



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-61-1 EXPl 

EQUIPMENT DESCRIP'I'ION: 
54,798 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

Facility Location: Name: E 18000 8, J GALLO w RIVER WINERY RD,LwINGsToN. These t e r n  cA 95334 and cond @ffiIily-wide Permit to Operate. 
N-123781-1 Nw 12 2010 8.23AM-BROWND D 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-62~1 EXPl 

EQUIPMENT DESCRIPTION: 
54,841 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, t_he pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
detetmined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperamre of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given i.n Dis-trict Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Factl~ty Name E B J GALLO WINERY 
Locatlon 18000 W RNER RD,LNINGSTON, CA 95334 
N-123742.1 Nov 122010 9 2 W  - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-63-1 

EQUIPMENT DESCRIPTION: 
54,834 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RNER RD,LIVINGSTON, CA 95334 
N-123783-1: Nov 122010 B:21AU - B R M D  

con lity-wide Permit 1 Operate. 



San Joaquin Valley 
Air Polltltion Control District 

PERMIT UNIT: N-1237-64-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,802 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3 .  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD.LNINGSTON, CA 95334 
K1237-BPl: Nov 122010 9.23AM - BROWND 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-65-1 

EQUIPMENT DESCRIPTION: 
54,814 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.]] 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237861. Nw 12 2010 8.23AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-66-1 

EQUIPMENT DESCRIPTION: 
54,785 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237453 : Nw 12 2010 0:23AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-67-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,791 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6 .  For each batch of must fermehted in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LMNGSTON, CA 95334 
K12.7787-1: Nov 122010 0 . 2 W  - BROWNO 

con lity-wide Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-68-1 EXPl 

EQUIPMENT DESCRIPTION: 
54,827 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSUR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-123748-1: Nw 12 2010 8.23AM - B R W D  



San Joaquin Valley 
Air Pollution Control District 

PERMlT UNIT: N-I 237-69-1 
EQU,P~M.E.NT DEs6R,P T.,O. N.: .- 

54,805 GALLON STAINLESS s-rE.EC ENCLOSED TOP WHITE WINE F~RMENTATION AND 
WITH PRE.SSURE.NACUU.M VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3 .  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees ~ahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tiink is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained 0.n-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
~aclllty Name. E & J GALL0 WINERY 
Locabon 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237881 Nw (2 2010 B23AM- BROWND 

con lity-wide Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-70-1 EXPl 

EQUIPMENT DESCRIPTION: 
54.817 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2. I ]  

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E & J GALLO WINERY 
Location: 18000 W RIVER RD.LIVINGSTON. CA 95334 
N-1237-7C-1 Nov 122010 0:24AM - BROWND 



San Joaquin Valley 
Air Pollution Coiltrol District 

PERMIT UNIT: N-1237-71-1 

EQUIPMENT DESCRIPTION: 
54,814 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Fac~l~ty Name E & J GALL0 WINERY 
Location 18000 W RNER RD,LIVINGSTON, CA 95334 
N 1237-71-1 NO" 12 2010 9 2 4 M  - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-72-1 

EQUIPMENT DESCRIPTION: 
54,823 GALLON STAINLESS STEEL ENCLOSED TOP WHITE WINE FERMENTATION AND - 
WITH PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2. I] 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N.1237-72-1 NW I2 2010 9 24.4 -6ROWND 

con lity-wide Permit to Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-73-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,328 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.21 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-73-1: Nw 12 2010 9 24AM - BROWNO 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-74-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,371 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST - 
PRESSCIRENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when.the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.1.1 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RNER RD.LIVINGSTON, CA 95334 
N-1237.74-1 Nov 122010 0:24AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-75-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,262 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLIRENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperat-ure of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated aS either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Fac~l~ty Name E & J GALL0 WINERY 
Locat~on 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-75-1 NW 122010 8 24AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-76-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,328 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSUR WACULlM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2. I ]  

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
K1237.751: Nov 12 2010 B 24AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-77-1 EXPl 

EQUIPMENT DESCRIPTION: 
63.382 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-77-1: Nov 12 2010 0.24AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-78-1 EXPl 

EQUIPMENT DESCRIPTION: 
63.393 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facillty Name: E & J GALL0 WINERY 
Location: 18000 W RNER RD.LNINGSTON. CA 95334 
N-1237-7.3-1 Nov 12 2010 0 2 4 M  - BRCMMD 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-79-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,371 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST - 
PRESSLlR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required st-orage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol i.n the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and cond n\ t @ ~  a P e bb& ility-wide Permit to Operate. 
Facll~ty Name' E &  J GALLO-WINERY 
Locat~on 18000 W RNER RD,LIVINGSTON. CA 95334 
N-1237-78.1 Nov 12  2010 B24AM - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-80-1 

EQUIPMENT DESCRIPTION: 
63,437 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST - 
PRESSLIRENACULIM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.21 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
K1217dSl : NOV 12 2010 9.24AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-81-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,328 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST WITH 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or I 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RNER RD.LIVINGSTON. CA 95334 
K1237-81-1 : Nov 12 2010 9:24AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-82-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,437 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLlR WACUUM VALVE 

PERMIT UNIT REQUIREMENTS - -- 

- - -  - -  - 

1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume perceilt ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facll~ty Name: E & J GAB0 W I g R Y  
Location 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-82-1 Nov 122010 O 24AM: BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-83-1 EXPl 

EQUIPMENT DESCRIPTION: 
63.306 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALLO WlNERY 
Location: 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-83-1 N w  12 2010 0 2 4 M  - BROYYND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-84-1 EXPI 

EQUIPMENT DESCRIPTION: 
63,263 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLIRENACULIM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage.temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-84-1 : Nov 122010 8.24AM-BRWVND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-85-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,371 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURENACULIM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be perm-anently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degr-ees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Fac~llty Name E & J GALL.OWlNERY 
Locabon: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-85-1 Nw 12 2010 9 2IAM - BROWND 

Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-86-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,349 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST - 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3.  The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I]  

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and 
Facility Name: E L J GALL0 WINERY 
Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237-1: NOV 12 2010 8 24AM - BROWND 

Permit Operate. 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-87-1 EXPl 

EQUIPMENT DESCRIPTION: 
63.360 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E 8 J GALLO WINERY 
Location: 18000 W RNER RD,LNINGSTON, CA 95334 
N-1237-87-I ' Nov 12 2010 B.24AM - BROWND 



San Joaquh Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-88-1 

EQUIPMENT DESCRIPTION: 
63,262 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLIRENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the t ~ k ,  operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees:Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facil~ty Name: E 8 J GALLO WINERY 
Locat~on 18000 W RIVER RD.LNINGSTON. CA 95334 
K1237-88.1 Nov 122010 9 2WJA - BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-89-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,338 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4. I ]  

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694, 6.41 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-BE-1 ' NW 12 2010 9:26AM- BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-90-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,382 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLIRENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 85334 
K1237-80-1 . Nov 122010 9:25AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-91-1 EXPl 

EQUIPMENT DESCRIPTION: 
63,317 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST - 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
- -- - - - - - - - -- - - -- 

- - - - . - - - - . - - . -- - - - - - 
- -. .. - - - - - 

-- - - - - -- - -- -- 

I. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuuin relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
E ?  11 

3. The temperature of the wine stored in this tank shall be maintained at or below 72 degrees Fahrenheit. i'he 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5 .  When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con ii-wide Permit to Operate. 
Facll~ty Name E & J GALLO WINERY 
Locat~on 18000 W RIVER RD,LIVINGSTON. CA 95334 
N-123741.1 N w  12 2010 8 W -  BRDNND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-92-1 

EQUIPMENT DESCRIPTION: 
63,349 GALLON STAINLESS STEEL ENCLOSED TOP RED WINE FERMENTATION AND ST 
PRESSLIRENACULIM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6 .  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lily-wide Permit to Operate. 
Facility Name: E & J GALL0 WINERY 
Location: 18000 W RIVER RD.LIVINGSTON. CA 95334 
N-1237-Q2-* ' Nov 122010 Q:25AM - BRWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-93-1 EXPl 2005 

EQUIPMENT DESCRIPTION: 
104,139 GALLON MILD STEEL ENCLOSED TOP RED WINE FERMENTATION AND STORAG 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694, 5.2.21 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694, 6.4.21 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4. I ]  
All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and Permit to Operate. 
Facility Name: E & J GALL0 WINERY . 
Location: 18000 W RIVER RD.LIVINGSTON, CA 95334 
N-1237-83-1 : Nw 12 2010 D . 2 W -  BROWN0 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-94-1 EXPl 2005 

EQUIPMENT DESCRIPTION: 
104,095 GALLON MILD STEEL ENCLOSED TOP RED WINE FERMENTATION AND STORAG 
PRESSURWACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694,6.4.2] 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694, 6.4.11 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lity-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY ' 

Location: 18000 W RIVER RD,LIVINGSTON, CA 95334 
N-1237.M-1. Nov 122010 9:25AM - BROWND 



San Joaquin Valley 
Air Pollution Control District 

PERMIT UNIT: N-1237-95-1 EXPlR 2005 

EQUIPMENT DESCRIPTION: 
104,048 GALLON MILD STEEL ENCLOSED TOP RED WINE FERMENTATION AND STORAG 
PRESSURENACUUM VALVE 

PERMIT UNIT REQUIREMENTS 
1. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 

shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 4694, 
5.2.11 

2. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 4694, 
5.2.11 

3. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. 'The 
temperature of the stored wine shall be determined and recorded at least once per week. For each batch of wine, the 
operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after completing 
fermentation, and shall maintain records to show when the required storage temperature of 75 degrees Fahrenheit or 
less was achieved. [District Rule 4694,5.2.2] 

4. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 4694,6.4.2] 

5. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 4694, 6.4.21 

6.  For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, and uncontrolled fermentation emissions and fermentation emission reductions (calculated 
per the emission factors given in District Rule 4694). The information shall be recorded by the tank Permit to Operate 
number and by wine type, stated as either red wine or white wine. [District Rule 4694,6.4.1] 

7. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 4694,6.4] 

These terms and con lily-wide Permit to Operate. 
Facility Name: E 8 J GALL0 WINERY 
Location: 18000 W RIVER RD,LNINGSTON, CA 95334 
N-1237-85-1 Nov 12 2010 9.26AM- BROWN0 


